












DIN EN856 4SP (Four steel wire spiral Hydraulic Hose) 

CONSTRUCTION: 
Tube: High-strength synthetic rubber.
Reinforcement: Four spiral layers of high-strength steel wire.
Cover: Anti-abrasive synthetic rubber, resistant to oils, fuels 
and atmospheric conditions
TEMPERATURE: 
• -40°C to +120°C(intermittent 125°C)
APPLICATION:
Mineral and biological oils, water-glycol based, water, lubricants.
MSHA and ISO9001:2015 and GOST and SGS Approved

DIN EN856 4SH (Four steel wire spiral Hydraulic Hose ) 

CONSTRUCTION: 
Tube: High-strength synthetic rubber.
Reinforcement: Four spiral layers of high-strength steel wire.
Cover: Anti-abrasive synthetic rubber, resistant to oils, fuels and 
atmospheric conditions
TEMPERATURE: 
• -40°C to +120°C(intermittent 125°C)
APPLICATION:
Mineral and biological oils, water-glycol based, water, lubricants. 
MSHA and ISO9001:2015 and GOST and SGS Approved

Dash mm Inch mm mm bar psi bar psi mm kgs/m m Codigo Codigo
SNP-4SP06 4SP-06 9.5 3/8" 9.3-10.1 20.6-22.2 445 6453 1780 25810 180 0.700 20/40 ××××2-××-06 00400-06
SNP-4SP08 4SP-08 12.7 1/2" 12.3-13.5 23.8-25.4 415 6018 1660 24070 230 0.800 20/40 ××××2-××-08 00400-08
SNP-4SP10 4SP-10 15.9 5/8" 15.5-16.7 27.4-29.0 350 5075 1400 20300 250 0.975 20/40 ××××2-××-10 00400-10
SNP-4SP12 4SP-12 19.1 3/4" 18.6-19.8 31.4-33.0 350 5075 1400 20300 300 1.450 20/40 ××××2-××-12 00400-12
SNP-4SP16 4SP-16 25.4 1" 25.0-26.4 38.5-40.9 280 4060 1120 16240 340 2.050 20/40 ××××2-××-16 00400-16
SNP-4SP20 4SP-20 31.8 1.1/4" 31.4-33.0 49.2-52.4 210 3045 840 12180 460 3.060 20/40 ××××2-××-20 00400-20
SNP-4SP24 4SP-24 38.1 1.1/2" 37.7-39.3 55.6-58.8 185 2683 740 10730 560 3.650 20/40 ××××2-××-24 00400-24
SNP-4SP32 4SP-32 50.8 2" 50.4-52.0 68.2-71.4 165 2393 660

Code Size Inside 
Diameter

Outside 
Diameter

Working 
Pressure

Bursting 
Pressure

Bend 
Radius

Weight Length Ferrule & Fitting Code

#

9570 660 4.850 20/40 ××××2-××-32 00400-32

SAE 100R9 (Four steel wire spiral Hydraulic Hose ) 

CONSTRUCTION: 
Tube: High-strength synthetic rubber.
Reinforcement: Four spiral layers of high-strength steel wire.
Cover: Anti-abrasive synthetic rubber, resistant to oils, fuels and 
atmospheric conditions
TEMPERATURE: 
• -40°C to +120°C(intermittent 125°C)
APPLICATION:
Mineral and biological oils, water-glycol based, water, lubricants. 
MSHA and ISO9001:2015 and GOST and SGS Approved

SAE 100R12 (Four steel wire spiral Hydraulic Hose ) 

CONSTRUCTION: 
Tube: High-strength synthetic rubber.
Reinforcement: Four spiral layers of high-strength steel wire.
Cover: Anti-abrasive synthetic rubber, resistant to oils, fuels and 
atmospheric conditions
TEMPERATURE: 
• -40°C to +120°C(intermittent 125°C)
APPLICATION:
Mineral and biological oils, water-glycol based, water, lubricants. 
MSHA and ISO9001:2015 and GOST and SGS Approved
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Dash mm Inch mm mm bar psi bar psi mm kgs/m m Codigo Codigo
SNP-R1206 R12-06 9.5 3/8" 9.3-10.1 19.5-21.0 276 4002 1104 16008 130 0.700 20/40 ××××2-××-06 00400-06
SNP-R1208 R12-08 12.7 1/2" 12.3-13.5 23.0-24.6 276 4002 1104 16008 180 0.800 20/40 ××××2-××-08 00400-08
SNP-R1210 R12-10 15.9 5/8" 15.5-16.7 26.6-28.8 276 4002 1104 16008 200 0.975 20/40 ××××2-××-10 00400-10
SNP-R1212 R12-12 19.1 3/4" 18.6-19.8 29.9-31.5 276 4002 1104 16008 240 1.450 20/40 ××××2-××-12 00400-12
SNP-R1216 R12-16 25.4 1" 25.0-26.4 36.8-39.2 276 4002 1104 16008 300 2.050 20/40 ××××2-××-16 00400-16
SNP-R1220 R12-20 31.8 1.1/4" 31.4-33.0 45.4-48.6 207 3002 828 12006 420 3.060 20/40 ××××2-××-20 00400-20
SNP-R1224 R12-24 38.1 1.1/2" 37.7-39.3 51.9-55.0 172 2494 688 9976 500 3.650 20/40 ××××2-××-24 00400-24
SNP-R1232 R12-32 50.8 2" 50.4-52.0 65.1-68.3 172 2494 688

Code Size Inside 
Diameter

Outside 
Diameter

Working 
Pressure

Bursting 
Pressure

Bend 
Radius

Weight Length Ferrule & Fitting Code

#

9976 630 4.850 20/40 ××××2-××-32 00400-32

P1 P2

Code Size Inside 
Diameter

Outside 
Diameter

Working 
Pressure

Bursting 
Pressure

Bend 
Radius

Weight Length Ferrule & Fitting Code

# Dash mm Inch mm mm bar psi bar psi mm kgs/m m Codigo Codigo
SNP-4SH12 4SH-12 19.1 3/4" 18.6-19.8 31.4-33.0 420 6090 1680 24360 280 1.600 20/40 ××××2-××-12 00400-12
SNP-4SH16 4SH-16 25.4 1" 25.0-26.4 37.5-39.9 380 5510 1520 22040 340 2.200 20/40 ××××2-××-16 00400-16
SNP-4SH20 4SH-20 31.8 1.1/4" 31.4-33.0 43.9-47.1 325 4713 1300 18850 460 2.750 20/40 ××××2-××-20 00400-20
SNP-4SH24 4SH-24 38.1 1.1/2" 37.7-39.3 51.9-55.1 290 4205 1160 16820 560 3.750 20/40 ××××2-××-24 00400-24
SNP-4SH32 4SH-32 50.8 2" 50.4-52.0 66.5-69.7 250 3625 1000 14500 700 4.950 20/40 ××××2-××-32 00400-32

PNEUMATIC 
& PVC HOSE

Code Size Inside 
Diameter

Outside 
Diameter

Working 
Pressure

Bursting 
Pressure

Bend 
Radius

Weight Length Ferrule & Fitting Code

# Dash mm Inch mm mm bar psi bar psi mm kgs/m m Codigo Codigo

SNP-R906 R9-06 9.5 3/8" 9.3-10.1 19.5-21.0 315 4568 1260 18270 130 0.700 20/40 ××××2-××-06 00400-06

SNP-R908 R9-08 12.7 1/2" 12.3-13.5 23.0-24.6 280 4060 1120 16240 180 0.800 20/40 ××××2-××-08 00400-08

SNP-R912 R9-12 19.1 3/4" 18.6-19.8 29.9-28.4 210 3045 840 12180 240 1.450 20/40 ××××2-××-12 00400-12

SNP-R916 R9-16 25.4 1" 25.0-26.4 36.8-39.2 210 3045 840 12180 300 2.050 20/40 ××××2-××-16 00400-16

SNP-R920 R9-20 31.8 1.1/4" 31.4-33.0 45.4-48.6 175 2538 700 10150 420 3.060 20/40 ××××2-××-20 00400-20

SNP-R924 R9-24 38.1 1.1/2" 37.7-39.3 51.9-55.0 140 2030 560 8120 500 3.650 20/40 ××××2-××-24 00400-24

SNP-R932 R9-32 50.8 2" 50.4-52.0 65.1-68.3 140 2030 560 8120 630 4.850 20/40 ××××2-××-32 00400-32



SAE 100R13 (Four or Six steel wire spiral Hydraulic Hose ) 

CONSTRUCTION: 
Tube: High-strength synthetic rubber.
Reinforcement: Four layers of high-strength steel wire spiral up to 
size 1'' ; Six layers of spiral from size 1-1/4'' to 2'' .
Cover: Anti-abrasive synthetic rubber, resistant to oils, fuels and 
atmospheric conditions.
TEMPERATURE: 
 -40°C to +120°C(intermittent 125°C)
APPLICATION:
Mineral and biological oils, water-glycol based, water, lubricants.
MSHA and ISO9001:2015 and GOST and SGS Approved

SAE 100R15 (Four or Six steel wire spiral Hydraulic Hose  ) 

CONSTRUCTION: 
Tube: High-strength synthetic rubber.
Reinforcement: Four layers of high-strength steel wire spiral up to 
size 1'' ; Six layers of spiral from size 1-1/4'' to 2'' .
Cover: Anti-abrasive synthetic rubber, resistant to oils, fuels and 
atmospheric conditions.
TEMPERATURE: 
• -40°C to +120°C (intermittent 125°C).
APPLICATION:
Mineral and biological oils, water-glycol based, water, lubricants. 
MSHA and ISO9001:2015 and GOST and SGS Approved

DIN EN853 1SN/SAE 100R1AT (One steel wire braided Hydraulic Hose (Wrapped surface) ) 

CONSTRUCTION: 
Tube:High strength synthetic rubber.
Reinforcement:One layer of high strength steel wire mesh.
Cover: Anti-abrasive synthetic rubber, resistant to oils, fuels and 
atmospheric conditions. 
TEMPERATURE: 
• -40 °C to +100 °C (intermittent 120 °C).
APPLICATION:
Mineral and biological oils, water-glycol based, water, lubricants. 
MSHA and ISO9001:2015 and GOST and SGS Approved

DIN EN853 2SN/SAE 100R2AT (Two steel wire braided Hydraulic Hose (Wrapped surface)  ) 

CONSTRUCTION: 
Tube:High strength synthetic rubber.
Reinforcement: Two layer of high strength steel wire mesh.
Cover: Anti-abrasive synthetic rubber, resistant to oils, fuels and 
atmospheric conditions.
TEMPERATURE: 
• -40 °C to +100 °C (intermittent 120 °C).
APPLICATION:
Mineral and biological oils, water-glycol based, water, lubricants. 
MSHA and ISO9001:2015 and GOST and SGS Approved
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Code Size Inside 
Diameter

Outside 
Diameter

Working 
Pressure

Bursting 
Pressure

Bend 
Radius

Weight Length Ferrule & Fitting Code

# Dash mm Inch mm mm bar psi bar psi mm kgs/m m Codigo Codigo
SNP-R1312 R13-12 19.1 3/4" 18.6-19.8 31.0-33.2 350 5075 1400 20300 240 1.450 20/40 ××××3-××-12 00621-12
SNP-R1316 R13-16 25.4 1" 25.0-26.4 37.6-39.8 350 5075 1400 20300 300 2.050 20/40 ××××3-××-16 00621-16
SNP-R1320 R13-20 31.8 1.1/4" 31.4-33.0 48.3-51.3 350 5075 1400 20300 420 3.950 20/40 ××××3-××-20 00621-20
SNP-R1324 R13-24 38.1 1.1/2" 37.7-39.3 55.8-58.8 350 5075 1400 20300 500 5.250 20/40 ××××3-××-24 00621-24
SNP-R1332 R13-32 50.8 2" 50.4-52.0 69.5-72.7 350 5075 1400 20300 640 6.600 20/40 ××××3-××-32 00621-32

Code Size Inside 
Diameter

Outside 
Diameter

Working 
Pressure

Bursting 
Pressure

Bend 
Radius

Weight Length Ferrule & Fitting Code

# Dash mm Inch mm mm bar psi bar psi mm kgs/m m Codigo Codigo
SNP-R1506 R15-06 9.5 3/8" 9.3-10.1 23.3 MAX . 420 6090 1680 24360 150 0.800 20/40 ××××3-××-06 00621-06
SNP-R1508 R15-08 12.7 1/2" 12.3-13.5 26.8 MAX . 420 6090 1680 24360 200 0.900 20/40 ××××3-××-08 00621-08
SNP-R1512 R15-12 19.1 3/4" 18.6-19.8 36.1 MAX . 420 6090 1680 24360 265 1.600 20/40 ××××3-××-12 00621-12
SNP-R1516 R15-16 25.4 1" 25.0-26.4 42.9 MAX . 420 6090 1680 24360 330 2.250 20/40 ××××3-××-16 00621-16
SNP-R1520 R15-20 31.8 1.1/4" 31.4-33.0 51.5 MAX . 420 6090 1680 24360 445 3.950 20/40 ××××3-××-20 00621-20
SNP-R1524 R15-24 38.1 1.1/2" 37.7-39.3 59.6 MAX . 420 6090 1680 24360 530 5.250 20/40 ××××3-××-24 00621-24
SNP-R1532 R15-32 50.8 2" 50.4-52.0 - 420 6090 1680 24360 - 6.600 20/40 ××××3-××-32 00621-32

Dash mm Inch mm mm bar psi bar psi mm kgs/m m Codigo Codigo
SNP-1SN03 1SN-03 4.8 3/16" 4.6-5.4 12.5 MAX . 250 3625 1000 14500 90 0.240 50/100 ××××1-××-03 00110-03
SNP-1SN04 1SN-04 6.4 1/4" 6.2-7.0 14. 1MAX . 225 3263 900 13050 100 0.255 50/100 ××××1-××-04 00110-04
SNP-1SN05 1SN-05 7.9 5/16" 7.7-8.5 15.7 MAX . 215 3118 860 12470 115 0.304 50/100 ××××1-××-05 00110-05
SNP-1SN06 1SN-06 9.5 3/8" 9.3-10.1 18.1 MAX . 180 2610 720 10440 130 0.390 50/100 ××××1-××-06 00110-06
SNP-1SN08 1SN-08 12.7 1/2" 12.3-13.5 21.4 MAX . 160 2320 640 9280 180 0.472 50/100 ××××1-××-08 00110-08
SNP-1SN10 1SN-10 15.9 5/8" 15.5-16.7 24.5 MAX . 130 1885 520 7540 205 0.581 50/100 ××××1-××-10 00110-10
SNP-1SN12 1SN-12 19.1 3/4" 18.6-19.8 28.5 MAX . 105 1523 420 6090 240 0.690 50/100 ××××1-××-12 00110-12
SNP-1SN16 1SN

Code Size Inside 
Diameter

Outside 
Diameter

Working 
Pressure

Bursting 
Pressure

Bend 
Radius

Weight Length Ferrule & Fitting Code

#

-16 25.4 1" 25.0-26.4 36.6 MAX . 87 1262 348 5046 300 0.830 50/100 ××××1-××-16 00110-16
SNP-1SN20 1SN-20 31.8 1.1/4" 31.4-33.0 44.8 MAX . 63 914 252 3654 420 1.325 20/40 ××××1-××-20 00110-20
SNP-1SN24 1SN-24 38.1 1.1/2" 37.7-39.3 52.1 MAX . 50 725 200 2900 500 1.500 20/40 ××××1-××-24 00110-24
SNP-1SN32 1SN-32 50.8 2" 50.4-52.0 65.5 MAX . 40 580 160 2320 630 1.875 20/40 ××××1-××-32 00110-32

Dash mm Inch mm mm bar psi bar psi mm kgs/m m Codigo Codigo
SNP-2SN03 2SN-03 4.8 3/16" 4.6-5.4 14.1 MAX . 415 6018 1660 24070 90 0.340 50/100 ××××1-××-03 00210-03
SNP-2SN04 2SN-04 6.4 1/4" 6.2-7.0 15.7 MAX . 400 5800 1600 23200 100 0.372 50/100 ××××1-××-04 00210-04
SNP-2SN05 2SN-05 7.9 5/16" 7.7-8.5 17.3 MAX . 350 5075 1400 20300 115 0.430 50/100 ××××1-××-05 00210-05
SNP-2SN06 2SN-06 9.5 3/8" 9.3-10.1 19.7 MAX . 330 4785 1320 19140 125 0.560 50/100 ××××1-××-06 00210-06
SNP-2SN08 2SN-08 12.7 1/2" 12.3-13.5 23.0 MAX . 275 3988 1100 15950 180 0.640 50/100 ××××1-××-08 00210-08
SNP-2SN10 2SN-10 15.9 5/8" 15.5-16.7 26.2 MAX . 250 3625 1000 14500 205 0.732 50/100 ××××1-××-10 00210-10
SNP-2SN12 2SN-12 19.1 3/4" 18.6-19.8 30.1 MAX . 215 3118 860 12470 240 0.930 50/100 ××××1-××-12 00210-12
SNP-2SN16 2SN

Code Size Inside 
Diameter

Outside 
Diameter

Working 
Pressure

Bursting 
Pressure

Bend 
Radius

Weight Length Ferrule & Fitting Code

#

-16 25.4 1" 25.0-26.4 38.9 MAX . 165 2393 660 9570 300 1.360 50/100 ××××1-××-16 00210-16
SNP-2SN20 2SN-20 31.8 1.1/4" 31.4-33.0 49.5 MAX . 125 1813 500 7250 420 1.850 20/40 ××××1-××-20 00210-20
SNP-2SN24 2SN-24 38.1 1.1/2" 37.7-39.3 55.9 MAX . 90 1305 360 5220 500 2.300 20/40 ××××1-××-24 00210-24
SNP-2SN32 2SN-32 50.8 2" 50.4-52.0 68.6 MAX . 80 1160 320 4640 630 2.650 20/40 ××××1-××-32 00210-32
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DIN EN853 1ST/SAE 100R1A (One steel wire braided Hydraulic Hose (Wrapped surface) ) 

CONSTRUCTION: 
Tube:High strength synthetic rubber.
Reinforcement:One layer of high strength steel wire mesh.
Cover: Anti-abrasive synthetic rubber, resistant to oils, fuels and 
atmospheric conditions. 
TEMPERATURE: 
• -40 °C to +100 °C (intermittent 120 °C).
APPLICATION:
Mineral and biological oils, water-glycol based, water, lubricants. 
MSHA and ISO9001:2015 and GOST and SGS Approved

DIN EN853 2ST/SAE 100R2A (Two steel wire braided Hydraulic Hose (Wrapped surface)  ) 

CONSTRUCTION: 
Tube:High strength synthetic rubber.
Reinforcement: Two layer of high strength steel wire mesh.
Cover: Anti-abrasive synthetic rubber, resistant to oils, fuels and 
atmospheric conditions. 
TEMPERATURE: 
• -40 °C to +100 °C (intermittent 120 °C).
APPLICATION:
Mineral and biological oils, water-glycol based, water, lubricants. 
MSHA and ISO9001:2015 and GOST and SGS Approved

DIN EN857 1SC (One steel wire braided Hydraulic Hose (Wrapped surface) ) 

CONSTRUCTION: 
Tube:High strength synthetic rubber.
Reinforcement:One layer of high strength steel wire mesh.
Cover: Anti-abrasive synthetic rubber, resistant to oils, fuels and 
atmospheric conditions. 
TEMPERATURE: 
• -40 °C to +100 °C (intermittent 120 °C).
APPLICATION:
Mineral and biological oils, water-glycol based, water, lubricants. 
MSHA and ISO9001:2015 and GOST and SGS Approved

DIN EN857 2SC (Two steel wire braided Hydraulic Hose (Wrapped surface)  ) 

CONSTRUCTION: 
Tube:High strength synthetic rubber.
Reinforcement:Two layer of high strength steel wire mesh.
Cover: Anti-abrasive synthetic rubber, resistant to oils, fuels and 
atmospheric conditions. 
TEMPERATURE: 
• -40 °C to +100 °C (intermittent 120 °C).
APPLICATION:
Mineral and biological oils, water-glycol based, water, lubricants. 
MSHA and ISO9001:2015 and GOST and SGS Approved
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Dash mm Inch mm mm bar psi bar psi mm kgs/m m Codigo Codigo
SNP-1ST03 1ST-03 4.8 3/16" 4.6-5.4 11.9-13.5 250 3625 1000 14500 90 0.264 50/100 ××××1-××-03 00100-03
SNP-1ST04 1ST-04 6.4 1/4" 6.2-7.0 15.1-16.7 225 3263 900 13050 100 0.281 50/100 ××××1-××-04 00100-04
SNP-1ST05 1ST-05 7.9 5/16" 7.7-8.5 16.7-18.3 215 3118 860 12470 115 0.334 50/100 ××××1-××-05 00100-05
SNP-1ST06 1ST-06 9.5 3/8" 9.3-10.1 19.0-20.6 180 2610 720 10440 130 0.429 50/100 ××××1-××-06 00100-06
SNP-1ST08 1ST-08 12.7 1/2" 12.3-13.5 22.2-23.8 160 2320 640 9280 180 0.519 50/100 ××××1-××-08 00100-08
SNP-1ST10 1ST-10 15.9 5/8" 15.5-16.7 25.4-27.0 130 1885 520 7540 200 0.639 50/100 ××××1-××-10 00100-10
SNP-1ST12 1ST-12 19.1 3/4" 18.6-19.8 29.4-31.0 105 1523 420 6090 240 0.759 50/100 ××××1-××-12 00100-12
SNP-1ST16 1ST-16 25.4 1" 25.0-26.4 37.1-39.1 88 1276 352

Code Size Inside 
Diameter

Outside 
Diameter

Working 
Pressure

Bursting 
Pressure

Bend 
Radius

Weight Length Ferrule & Fitting Code

#

5104 300 0.913 50/100 ××××1-××-16 00100-16
SNP-1ST20 1ST-20 31.8 1.1/4" 31.4-33.0 44.4-47.6 63 914 252 3654 420 1.458 20/40 ××××1-××-20 00100-20
SNP-1ST24 1ST-24 38.1 1.1/2" 37.7-39.3 50.8-54.0 50 725 200 2900 500 1.650 20/40 ××××1-××-24 00100-24
SNP-1ST32 1ST-32 50.8 2" 50.4-52.0 65.1-68.3 40 580 160 2320 630 2.063 20/40 ××××1-××-32 00100-32

Dash mm Inch mm mm bar psi bar psi mm kgs/m m Codigo Codigo
SNP-2ST03 2ST-03 4.8 3/16" 4.6-5.4 15.1-16.7 415 6018 1660 24070 90 0.374 50/100 ××××1-××-03 00200-03
SNP-2ST04 2ST-04 6.4 1/4" 6.2-7.0 16.7-18.3 400 5800 1600 23200 100 0.409 50/100 ××××1-××-04 00200-04
SNP-2ST05 2ST-05 7.9 5/16" 7.7-8.5 18.3-19.9 350 5075 1400 20300 115 0.473 50/100 ××××1-××-05 00200-05
SNP-2ST06 2ST-06 9.5 3/8" 9.3-10.1 20.6-22.2 330 4785 1320 19140 130 0.616 50/100 ××××1-××-06 00200-06
SNP-2ST08 2ST-08 12.7 1/2" 12.3-13.5 23.8-25.4 275 3988 1100 15950 180 0.704 50/100 ××××1-××-08 00200-08
SNP-2ST10 2ST-10 15.9 5/8" 15.5-16.7 27.0-28.6 250 3625 1000 14500 200 0.805 50/100 ××××1-××-10 00200-10
SNP-2ST12 2ST-12 19.1 3/4" 18.6-19.8 31.0-32.6 215 3118 860 12470 240 1.023 50/100 ××××1-××-12 00200-12
SNP-2ST16 2ST-16 25.4 1" 25.0-26.4 38.5-40.9 165 2393 660

Code Size Inside 
Diameter

Outside 
Diameter

Working 
Pressure

Bursting 
Pressure

Bend 
Radius

Weight Length Ferrule & Fitting Code

#

9570 300 1.496 50/100 ××××1-××-16 00200-16
SNP-2ST20 2ST-20 31.8 1.1/4" 31.4-33.0 49.2-52.4 125 1813 500 7250 420 2.035 20/40 ××××1-××-20 00200-20
SNP-2ST24 2ST-24 38.1 1.1/2" 37.7-39.3 55.6-58.8 90 1305 360 5220 500 2.300 20/40 ××××1-××-24 00200-24
SNP-2ST32 2ST-32 50.8 2" 50.4-52.0 68.2-71.4 80 1160 320 4640 630 2.650 20/40 ××××1-××-32 00200-32

Code Size Inside 
Diameter

Outside 
Diameter

Working 
Pressure

Bursting 
Pressure

Bend 
Radius

Weight Length Ferrule & Fitting Code

# Dash mm Inch mm mm bar psi bar psi mm kgs/m m Codigo Codigo
SNP-1SC04 1SC-04 6.4 1/4" 6.2-7.0 13.5 MAX . 225 3263 900 13050 75 0.190 50/100 ××××1-××-04 00110C-04
SNP-1SC05 1SC-05 7.9 5/16" 7.7-8.5 14.5 MAX . 215 3118 860 12470 85 0.220 50/100 ××××1-××-05 00110C-05
SNP-1SC06 1SC-06 9.5 3/8" 9.3-10.1 16.9 MAX . 180 2610 720 10440 90 0.250 50/100 ××××1-××-06 00110C-06
SNP-1SC08 1SC-08 12.7 1/2" 12.3-13.5 20.4 MAX . 160 2320 640 9280 130 0.350 50/100 ××××1-××-08 00110C-08
SNP-1SC10 1SC-10 15.9 5/8" 15.5-16.7 23 MAX . 130 1885 520 7540 150 0.450 50/100 ××××1-××-10 00110C-10
SNP-1SC12 1SC-12 19.1 3/4" 18.6-19.8 26.7 MAX . 105 1523 420 6090 180 0.500 50/100 ××××1-××-12 00110C-12
SNP-1SC16 1SC-16 25.4 1" 25.0-26.4 34.9 MAX . 88 1276 352 5104 230 0.750 50/100 ××××1-××-16 00110C-16

Code Size Inside 
Diameter

Outside 
Diameter

Working 
Pressure

Bursting 
Pressure

Bend 
Radius

Weight Length Ferrule & Fitting Code

# Dash mm Inch mm mm bar psi bar psi mm kgs/m m Codigo Codigo
SNP-2SC04 2SC-04 6.4 1/4" 6.2-7.0 14.2 MAX . 400 5800 1600 23200 75 0.290 50/100 ××××1-××-04 00210C-04
SNP-2SC05 2SC-05 7.9 5/16" 7.7-8.5 16.0 MAX . 350 5075 1400 20300 85 0.330 50/100 ××××1-××-05 00210C-05
SNP-2SC06 2SC-06 9.5 3/8" 9.3-10.1 18.3 MAX . 330 4785 1320 19140 90 0.420 50/100 ××××1-××-06 00210C-06
SNP-2SC08 2SC-08 12.7 1/2" 12.3-13.5 21.5 MAX . 275 3988 1100 15950 130 0.550 50/100 ××××1-××-08 00210C-08
SNP-2SC10 2SC-10 15.9 5/8" 15.5-16.7 24.7 MAX . 250 3625 1000 14500 170 0.650 50/100 ××××1-××-10 00210C-10
SNP-2SC12 2SC-12 19.1 3/4" 18.6-19.8 28.6 MAX . 215 3118 860 12470 200 0.790 50/100 ××××1-××-12 00210C-12
SNP-2SC16 2SC-16 25.4 1" 25.0-26.4 36.6 MAX . 165 2393 660 9570 250 1.180 50/100 ××××1-××-16 00210C-16
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SAE 100R16 (Two steel wire braided Hydraulic Hose (Wrapped surface) ) 

CONSTRUCTION: 
Tube:High strength synthetic rubber.
Reinforcement:Two layer of high strength steel wire mesh.
Cover: Anti-abrasive synthetic rubber, resistant to oils, fuels and 
atmospheric conditions. 
TEMPERATURE: 
• -40 °C to +100 °C (intermittent 120 °C).
APPLICATION:
Mineral and biological oils, water-glycol based, water, lubricants. 
MSHA and ISO9001:2015 and GOST and SGS Approved

SAE 100R17 (One or Two steel wire braided Hydraulic Hose (Wrapped surface)  ) 

CONSTRUCTION: 
Tube: High-strength synthetic rubber.
Reinforcement: 1/4", 5/16", 3/8" and 1/2" are reinforced with a layer of 
braided high-strength steel wire; 5/8", 3/4" and 1" are reinforced with 
two layers of braided high-strength steel wire;
Cover: Anti-abrasive synthetic rubber, resistant to oils, fuels and 
atmospheric conditions.
TEMPERATURE: 
• -40 °C to +100 °C (intermittent 120 °C).
APPLICATION:
Mineral and biological oils, water-glycol based, water, lubricants. 
MSHA and ISO9001:2015 and GOST and SGS Approved

SAE 100R19 (Two steel wire braided Hydraulic Hose (Wrapped surface) ) 

CONSTRUCTION: 
Tube:High strength synthetic rubber.
Reinforcement:Two layer of high strength steel wire mesh.
Cover: Anti-abrasive synthetic rubber, resistant to oils, fuels and 
atmospheric conditions. 
TEMPERATURE: 
• -40 °C to +100 °C (intermittent 120 °C).
APPLICATION:
Mineral and biological oils, water-glycol based, water, lubricants. 
MSHA and ISO9001:2015 and GOST and SGS Approved

DIN EN853 1SN/SAE 100R1AT (One steel wire braided Hydraulic Hose (Smooth surface)  ) 

CONSTRUCTION: 
Tube:High strength synthetic rubber.
Reinforcement:One layer of high strength steel wire mesh.
Cover: Anti-abrasive synthetic rubber, resistant to oils, fuels and 
atmospheric conditions, Smooth surface.
TEMPERATURE: 
• -40 °C to +100 °C (intermittent 120 °C).
APPLICATION:
Mineral and biological oils, water-glycol based, water, lubricants. 
MSHA and ISO9001:2015 and GOST and SGS Approved
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Dash mm Inch mm mm bar psi bar psi mm kgs/m m Codigo Codigo
SNP-R1604 R16-04 6.4 1/4" 6.2-7.0 14.5 MAX . 225 3263 900 13050 50 0.290 50/100 ××××1-××-04 00210C-04
SNP-R1605 R16-05 7.9 5/16" 7.7-8.5 15.7 MAX . 215 3118 860 12470 55 0.330 50/100 ××××1-××-05 00210C-05
SNP-R1606 R16-06 9.5 3/8" 9.3-10.1 18.8 MAX . 180 2610 720 10440 65 0.420 50/100 ××××1-××-06 00210C-06
SNP-R1608 R16-08 12.7 1/2" 12.3-13.5 22.0 MAX . 160 2320 640 9280 90 0.550 50/100 ××××1-××-08 00210C-08
SNP-R1610 R16-10 15.9 5/8" 15.5-16.7 25.4 MAX . 130 1885 520 7540 100 0.650 50/100 ××××1-××-10 00210C-10
SNP-R1612 R16-12 19.1 3/4" 18.6-19.8 29.0 MAX . 105 1523 420 6090 120 0.790 50/100 ××××1-××-12 00210C-12
SNP-R1616 R16-16 25.4 1" 25.0-26.4 36.6 MAX . 87 1262 348 5046 150 1.180 50/100 ××××1-××-16 00210C-16
SNP-R1620 R16

Code Size Inside 
Diameter

Outside 
Diameter

Working 
Pressure

Bursting 
Pressure

Bend 
Radius

Weight Length Ferrule & Fitting Code

#

-20 31.8 1-1/4" 31.4-33.0 44.3 MAX . 63 914 252 3654 210 1.800 40/50 ××××1-××-20 00210C-20

Dash mm Inch mm mm bar psi bar psi mm kgs/m m Codigo Codigo
SNP-R1703 R17-03 4.8 3/16" 4.6-5.4 11.6 MAX . 210 3045 840 12180 45 50/100 ××××1-××-03 00110C-03
SNP-R1704 R17-04 6.4 1/4" 6.2-7.0 13.2 MAX . 210 3045 840 12180 50 50/100 ××××1-××-04 00110C-04
SNP-R1705 R17-05 7.9 5/16" 7.7-8.5 15.0 MAX . 210 3045 840 12180 55  50/100 ××××1-××-05 00110C-05
SNP-R1706 R17-06 9.5 3/8" 9.3-10.1 17.0 MAX . 210 3045 840 12180 65 0.260 50/100 ××××1-××-06 00110C-06
SNP-R1708 R17-08 12.7 1/2" 12.3-13.5 22.1 MAX . 210 3045 840 12180 90 0.390 50/100 ××××1-××-08 00110C-08
SNP-R1710 R17-10 15.9 5/8" 15.5-16.7 25.9 MAX . 210 3045 840 12180 100 0.640 50/100 ××××1-××-10 00110C-10
SNP-R1712 R17-12 19.1 3/4" 18.6-19.8 30.3 MAX . 210 3045 840 12180 120 0.790 50/100 ××××1-××-12 00110C-12
SNP-R1716 R17-16 25.4 1"

Code Size Inside 
Diameter

Outside 
Diameter

Working 
Pressure

Bursting 
Pressure

Bend 
Radius

Weight Length Ferrule & Fitting Code

#

25.0-26.4 38.6 MAX . 210 3045 840 12180 150 1.250 50/100 ××××1-××-16 00110C-16

Code Size Inside 
Diameter

Outside 
Diameter

Working 
Pressure

Bursting 
Pressure

Bend 
Radius

Weight Length Ferrule & Fitting Code

# Dash mm Inch mm mm bar psi bar psi mm kgs/m m Codigo Codigo
SNP-R1904 R19-04 6.4 1/4" 6.2-7.0 14.4 MAX . 280 4060 1120 16240 100 0.290 50/100 ××××1-××-04 00210-04
SNP-R1905 R19-05 7.9 5/16" 7.7-8.5 16.3 MAX . 280 4060 1120 16240 115 0.330 50/100 ××××1-××-05 00210-05
SNP-R1906 R19-06 9.5 3/8" 9.3-10.1 18.0 MAX . 280 4060 1120 16240 125 0.420 50/100 ××××1-××-06 00210-06
SNP-R1908 R19-08 12.7 1/2" 12.3-13.5 22.6 MAX . 280 4060 1120 16240 180 0.550 50/100 ××××1-××-08 00210-08
SNP-R1910 R19-10 15.9 5/8" 15.5-16.7 27.5 MAX . 280 4060 1120 16240 205 0.650 50/100 ××××1-××-10 00210-10
SNP-R1912 R19-12 19.1 3/4" 18.6-19.8 32.5 MAX . 280 4060 1120 16240 240 0.790 50/100 ××××1-××-12 00210-12
SNP-R1916 R19-16 25.4 1" 25.0-26.4 39.4 MAX . 280 4060 1120 16240 300 1.180 50/100 ××××1-××-16 00210-16

Dash mm Inch mm mm bar psi bar psi mm kgs/m m Codigo Codigo
SNP-1SNS03 1SNS-03 4.8 3/16" 4.6-5.4 12.5 MAX . 250 3625 1000 14500 90 0.240 50/100 ××××1-××-03 00110-03
SNP-1SNS04 1SNS-04 6.4 1/4" 6.2-7.0 14.1 MAX . 225 3263 900 13050 100 0.255 50/100 ××××1-××-04 00110-04
SNP-1SNS05 1SNS-05 7.9 5/16" 7.7-8.5 15.7 MAX . 215 3118 860 12470 115 0.304 50/100 ××××1-××-05 00110-05
SNP-1SNS06 1SNS-06 9.5 3/8" 9.3-10.1 18.1 MAX . 180 2610 720 10440 130 0.390 50/100 ××××1-××-06 00110-06
SNP-1SNS08 1SNS-08 12.7 1/2" 12.3-13.5 21.4 MAX . 160 2320 640 9280 180 0.472 50/100 ××××1-××-08 00110-08
SNP-1SNS10 1SNS-10 15.9 5/8" 15.5-16.7 24.5 MAX . 130 1885 520 7540 200 0.581 50/100 ××××1-××-10 00110-10
SNP-1SNS12 1SNS-12 19.1 3/4" 18.6-19.8 28.5 MAX . 105 1523 420 6090 240 0.690 50/100 ××××1-××-12 00110-12
SNP-1SNS16 1SNS

Code Size Inside 
Diameter

Outside 
Diameter

Working 
Pressure

Bursting 
Pressure

Bend 
Radius

Weight Length Ferrule & Fitting Code

#

-16 25.4 1" 25.0-26.4 36.6 MAX . 88 1276 352 5104 300 0.830 50/100 ××××1-××-16 00110-16
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DIN EN853 2SN/SAE 100R2AT (Two steel wire braided Hydraulic Hose (Smooth surface) ) 

CONSTRUCTION: 
Tube:High strength synthetic rubber.
Reinforcement:Two layer of high strength steel wire mesh.
Cover: Anti-abrasive synthetic rubber, resistant to oils, fuels and 
atmospheric conditions, Smooth surface.
TEMPERATURE: 
• -40 °C to +100 °C (intermittent 120 °C).
APPLICATION:
Mineral and biological oils, water-glycol based, water, lubricants. 
MSHA and ISO9001:2015 and GOST and SGS Approved

DIN EN853 1ST/SAE 100R1A (One steel wire braided Hydraulic Hose (Smooth surface)  ) 

CONSTRUCTION: 
Tube:High strength synthetic rubber.
Reinforcement:One layer of high strength steel wire mesh.
Cover: Anti-abrasive synthetic rubber, resistant to oils, fuels and 
atmospheric conditions, Smooth surface.
TEMPERATURE: 
• -40 °C to +100 °C (intermittent 120 °C). 
APPLICATION:
Mineral and biological oils, water-glycol based, water, lubricants. 
MSHA and ISO9001:2015 and GOST and SGS Approved

DIN EN853 2ST/SAE 100R2A (Two steel wire braided Hydraulic Hose (Smooth surface)) 

CONSTRUCTION: 
Tube:High strength synthetic rubber.
Reinforcement:Two layer of high strength steel wire mesh.
Cover: Anti-abrasive synthetic rubber, resistant to oils, fuels and 
atmospheric conditions, Smooth surface.
TEMPERATURE: 
• -40 °C to +100 °C (intermittent 120 °C).
APPLICATION:
Mineral and biological oils, water-glycol based, water, lubricants. 
MSHA and ISO9001:2015 and GOST and SGS Approved

SAE 100R16 (Two steel wire braided Hydraulic Hose (Smooth surface) ) 

CONSTRUCTION: 
Tube:High strength synthetic rubber.
Reinforcement:Two layer of high strength steel wire mesh.
Cover: Anti-abrasive synthetic rubber, resistant to oils, fuels and 
atmospheric conditions, Smooth surface.
TEMPERATURE: 
• -40 °C to +100 °C (intermittent 120 °C).
APPLICATION:
Mineral and biological oils, water-glycol based, water, lubricants. 
MSHA and ISO9001:2015 and GOST and SGS Approved
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Dash mm Inch mm mm bar psi bar psi mm kgs/m m Codigo Codigo
SNP-2SNS03 2SNS-03 4.8 3/16" 4.6-5.4 14.1 MAX . 415 6018 1660 24070 90 0.340 50/100 ××××1-××-03 00210-03
SNP-2SNS04 2SNS-04 6.4 1/4" 6.2-7.0 15.7 MAX . 400 5800 1600 23200 100 0.372 50/100 ××××1-××-04 00210-04
SNP-2SNS05 2SNS-05 7.9 5/16" 7.7-8.5 17.3 MAX . 350 5075 1400 20300 115 0.430 50/100 ××××1-××-05 00210-05
SNP-2SNS06 2SNS-06 9.5 3/8" 9.3-10.1 19.7 MAX . 330 4785 1320 19140 130 0.560 50/100 ××××1-××-06 00210-06
SNP-2SNS08 2SNS-08 12.7 1/2" 12.3-13.5 23.0 MAX . 275 3988 1100 15950 180 0.640 50/100 ××××1-××-08 00210-08
SNP-2SNS10 2SNS-10 15.9 5/8" 15.5-16.7 26.2 MAX . 250 3625 1000 14500 200 0.732 50/100 ××××1-××-10 00210-10
SNP-2SNS12 2SNS-12 19.1 3/4" 18.6-19.8 30.1 MAX . 215 3118 860 12470 240 0.930 50/100 ××××1-××-12 00210-12
SNP-2SNS16 2SNS

Code Size Inside 
Diameter

Outside 
Diameter

Working 
Pressure

Bursting 
Pressure

Bend 
Radius

Weight Length Ferrule & Fitting Code

#

-16 25.4 1" 25.0-26.4 38.9 MAX . 165 2393 660 9570 300 1.360 50/100 ××××1-××-16 00210-16

Dash mm Inch mm mm bar psi bar psi mm kgs/m m Codigo Codigo
SNP-1STS03 1STS-03 4.8 3/16" 4.6-5.4 11.9-13.5 250 3625 1000 14500 90 0.264 50/100 ××××1-××-03 00100-03
SNP-1STS04 1STS-04 6.4 1/4" 6.2-7.0 15.1-16.7 225 3263 900 13050 100 0.281 50/100 ××××1-××-04 00100-04
SNP-1STS05 1STS-05 7.9 5/16" 7.7-8.5 16.7-18.3 215 3118 860 12470 115 0.334 50/100 ××××1-××-05 00100-05
SNP-1STS06 1STS-06 9.5 3/8" 9.3-10.1 19.0-20.6 180 2610 720 10440 130 0.429 50/100 ××××1-××-06 00100-06
SNP-1STS08 1STS-08 12.7 1/2" 12.3-13.5 22.2-23.8 160 2320 640 9280 180 0.519 50/100 ××××1-××-08 00100-08
SNP-1STS10 1STS-10 15.9 5/8" 15.5-16.7 25.4-27.0 130 1885 520 7540 200 0.639 50/100 ××××1-××-10 00100-10
SNP-1STS12 1STS-12 19.1 3/4" 18.6-19.8 29.4-31.0 105 1523 420 6090 240 0.759 50/100 ××××1-××-12 00100-12
SNP-1STS16 1STS-16 25.4 1" 25.0-26.4 37.1-39.1 88 1276 352

Code Size Inside 
Diameter

Outside 
Diameter

Working 
Pressure

Bursting 
Pressure

Bend 
Radius

Weight Length Ferrule & Fitting Code

#

5104 300 0.913 50/100 ××××1-××-16 00100-16

Dash mm Inch mm mm bar psi bar psi mm kgs/m m Codigo Codigo
SNP-2STS03 2STS-03 4.8 3/16" 4.6-5.4 15.1-16.7 415  6017 1660 924070 0 0.374 50/100 ××××1-××-03 00200-03
SNP-2STS04 2STS-04 6.4 1/4" 6.2-7.0 16.7-18.3 400  5800 1600 1023200 0 0.409 50/100 ××××1-××-04 00200-04
SNP-2STS05 2STS-05 7.9 5/16" 7.7-8.5 18.3-19.9 350  5075 1400 1120300 5 0.473 50/100 ××××1-××-05 00200-05
SNP-2STS06 2STS-06 9.5 3/8" 9.3-10.1 20.6-22.2 330  4785 1320 1319140 0 0.616 50/100 ××××1-××-06 00200-06
SNP-2STS08 2STS-08 12.7 1/2" 12.3-13.5 23.8-25.4 275  3987 1100 1815950 0 0.704 50/100 ××××1-××-08 00200-08
SNP-2STS10 2STS-10 15.9 5/8" 15.5-16.7 27.0-28.6 250  3625 1000 2014500 0 0.805 50/100 ××××1-××-10 00200-10
SNP-2STS12 2STS-12 19.1 3/4" 18.6-19.8 31.0-32.6 215  3117 860 2412470 0 1.023 50/100 ××××1-××-12 00200-12
SNP-2STS16 2STS-16 25.4 1" 25.0-26.4 38.5-40.9 165  2392

Cod

600

e Size Inside 
Diameter

Outside 
Diameter

Working 
Pressure

Bursting 
Pressure

Bend 
Radius

Weight Length Ferrule & Fitting Code

#

309570 0 1.496 50/100 ××××1-××-16 00200-16

Code Size Inside 
Diameter

Outside 
Diameter

Working 
Pressure

Bursting 
Pressure

Bend 
Radius

LengtWeight h Ferrule & Fitting Code

# Dash mm Inch mm mm bar psi bar psi mm kgs/m m Codigo Codigo
SNP-R16S04 R16S-04 6.4 1/4" 6.2-7.0 14.5 MAX . 400 5800 1600 23200 50  50/100.290 0 ××××1-××-04 00110C-04
SNP-R16S05 R16S-05 7.9 5/16" 7.7-8.5 15.7 MAX . 350 5075 1400 20300 55  50/100.330 0 ××××1-××-05 00110C-05
SNP-R16S06 R16S-06 9.5 3/8" 9.3-10.1 18.8 MAX . 330 4785 1320 19140 65  50/100.420 0 ××××1-××-06 00110C-06
SNP-R16S08 R16S-08 12.7 1/2" 12.3-13.5 22.0 MAX . 275 3988 1100 15950 90  50/100.550 0 ××××1-××-08 00110C-08
SNP-R16S10 R16S-10 15.9 5/8" 15.5-16.7 25.4 MAX . 250 3625 1000 14500 100  50/100.650 0 ××××1-××-10 00110C-10
SNP-R16S12 R16S-12 19.1 3/4" 18.6-19.8 29.0 MAX . 215 3118 860 12470 120  50/100.790 0 ××××1-××-12 00110C-12
SNP-R16S16 R16S-16 25.4 1" 25.0-26.4 36.6 MAX . 165 2393 660 9570 150  50/101.180 0 ××××1-××-16 00110C-16
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SAE 100R17 (One or Two steel wire braided Hydraulic Hose (Smooth surface)  ) 

CONSTRUCTION: 
Tube: High-strength synthetic rubber.
Reinforcement: 1/4", 5/16", 3/8" and 1/2" are reinforced with a layer of 
braided high-strength steel wire; 5/8", 3/4" and 1" are reinforced with 
two layers of braided high-strength steel wire;
Cover: Anti-abrasive synthetic rubber, resistant to oils, fuels and 
atmospheric conditions, Smooth surface.
TEMPERATURE: 
• -40 °C to +100 °C (intermittent 120 °C).
APPLICATION:
Mineral and biological oils, water-glycol based, water, lubricants. 
MSHA and ISO9001:2015 and GOST and SGS Approved.

DIN EN857 1SC (One steel wire braided Hydraulic Hose (Smooth surface)  ) 

CONSTRUCTION: 
Tube:High strength synthetic rubber.
Reinforcement:One layer of high strength steel wire mesh.
Cover:Anti-abrasive synthetic rubber, resistant to oils, fuels and 
atmospheric conditions, Smooth surface.
TEMPERATURE: 
• -40 °C to +100 °C (intermittent 120 °C).
APPLICATION:
Mineral and biological oils, water-glycol based, water, lubricants. 
MSHA and ISO9001:2015 and GOST and SGS Approved.

DIN EN857 2SC (Two steel wire braided Hydraulic Hose (Smooth surface) ) 

CONSTRUCTION: 
Tube:High strength synthetic rubber.
Reinforcement:Two layer of high strength steel wire mesh.
Cover:Anti-abrasive synthetic rubber, resistant to oils, fuels and 
atmospheric conditions, Smooth surface.
TEMPERATURE: 
• -40 °C to +100 °C (intermittent 120 °C).
APPLICATION:
Mineral and biological oils, water-glycol based, water, lubricants. 
MSHA and ISO9001:2015 and GOST and SGS Approved

DIN EN853 1SNK (One steel wire braided Hydraulic Hose ) 

CONSTRUCTION: 
Tube:High strength synthetic rubber.
Reinforcement:One layer of high strength steel wire mesh.
Cover:Anti-abrasive synthetic rubber, resistant to oils, fuels and 
atmospheric conditions, Wrapped and Smooth surface available. 
TEMPERATURE: 
• -40 °C to +100 °C (intermittent 120 °C).
APPLICATION:
Mineral and biological oils, water-glycol based, water, lubricants. 
MSHA and ISO9001:2015 and GOST and SGS Approved
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Dash mm Inch mm mm bar psi bar psi mm kgs/m m Codigo Codigo
SNP-R17S03 R17S-03 4.8 3/16" 4.6-5.4 15.1-16.7 210  3045 840 12180 50/1045 0 ××××1-××-03 00210C-03
SNP-R17S04 R17S-04 6.4 1/4" 6.2-7.0 16.7-18.3 210  3045 840 12180 50/1050 0 ××××1-××-04 00210C-04
SNP-R17S05 R17S-05 7.9 5/16" 7.7-8.5 18.3-19.9 210  3045 840 12180  50/100.2055 0 0 ××××1-××-05 00210C-05
SNP-R17S06 R17S-06 9.5 3/8" 9.3-10.1 20.6-22.2 210  3045 840 12180 0.2665 0 ××××1-××-050/100 6 00210C-06
SNP-R17S08 R17S-08 12.7 1/2" 12.3-13.5 23.8-25.4 210  3045 840 12180 0.3990 0 50/100 ××××1-××-08 00210C-08
SNP-R17S10 R17S-10 15.9 5/8" 15.5-16.7 27.0-28.6 210  3045 840 12180 0.64100 0 50/100 ××××1-××-10 00210C-10
SNP-R17S12 R17S-12 19.1 3/4" 18.6-19.8 31.0-32.6 210  3045 840 12180 0.79120 0 50/100 ××××1-××-12 00210C-12
SNP-R17S16 R17S-16 25.4 1" 25.0-26.4 38.5-40.9 210  3045 840 12180 1.25150 0 

Code Size Inside 
Diameter

Outside 
Diameter

Working 
Pressure

Bursting 
Pressure

Bend 
Radius

Weight Length Ferrule & Fitting Code

#

50/100 ××××1-××-16 00210C-16

Code Size Inside 
Diameter

Outside 
Diameter

Working 
Pressure

Bursting 
Pressure

Bend 
Radius

Weight Length Ferrule & Fitting Code

# Dash mm Inch mm mm bar psi bar psi mm kgs/m m Codigo Codigo
SNP-1SCS04 1SCS-04 6.4 1/4" 6.2-7.0 13.5 MAX . 225 3263 900 13050 75 0.190 50/100 ××××1-××-04 00110C-04
SNP-1SCS05 1SCS-05 7.9 5/16" 7.7-8.5 14.5 MAX . 215 3118 860 12470 85 0.200 50/100 ××××1-××-05 00110C-05
SNP-1SCS06 1SCS-06 9.5 3/8" 9.3-10.1 16.9 MAX . 180 2610 720 10440 90 0.250 50/100 ××××1-××-06 00110C-06
SNP-1SCS08 1SCS-08 12.7 1/2" 12.3-13.5 20.4 MAX . 160 2320 640 9280 130 0.350 50/100 ××××1-××-08 00110C-08
SNP-1SCS10 1SCS-10 15.9 5/8" 15.5-16.7 23.0 MAX . 130 1885 520 7540 150 0.450 50/100 ××××1-××-10 00110C-10
SNP-1SCS12 1SCS-12 19.1 3/4" 18.6-19.8 26.7 MAX . 105 1523 420 6090 180 0.500 50/100 ××××1-××-12 00110C-12
SNP-1SCS16 1SCS-16 25.4 1" 25.0-26.4 34.9 MAX . 88 1276 352 5104 230 0.750 50/100 ××××1-××-16 00110C-16

Code Size Inside 
Diameter

Outside 
Diameter

Working 
Pressure

Bursting 
Pressure

Bend 
Radius

Weight Length Ferrule & Fitting Code

# Dash mm Inch mm mm bar psi bar psi mm kgs/m m Codigo Codigo
SNP-2SCS04 2SCS-04 6.4 1/4" 6.2-7.0 14.2 MAX . 400 5800 1600 23200 75 0.200 50/100 ××××1-××-04 00210C-04
SNP-2SCS05 2SCS-05 7.9 5/16" 7.7-8.5 16.0 MAX . 350 5075 1400 20300 85 0.230 50/100 ××××1-××-05 00210C-05
SNP-2SCS06 2SCS-06 9.5 3/8" 9.3-10.1 18.3 MAX . 330 4785 1320 19140 90 0.290 50/100 ××××1-××-06 00210C-06
SNP-2SCS08 2SCS-08 12.7 1/2" 12.3-13.5 21.5 MAX . 275 3988 1100 15950 130 0.380 50/100 ××××1-××-08 00210C-08
SNP-2SCS10 2SCS-10 15.9 5/8" 15.5-16.7 24.7 MAX . 250 3625 1000 14500 150 0.640 50/100 ××××1-××-10 00210C-10
SNP-2SCS12 2SCS-12 19.1 3/4" 18.6-19.8 28.6 MAX . 215 3118 860 12470 180 0.800 50/100 ××××1-××-12 00210C-12
SNP-2SCS16 2SCS-16 25.4 1" 25.0-26.4 36.6 MAX . 165 2393 660 9570 230 1.280 50/100 ××××1-××-16 00210C-16

Code Size Inside 
Diameter

Outside 
Diameter

Working 
Pressure

Bursting 
Pressure

Bend 
Radius

Weight Length Ferrule & Fitting Code

# Dash mm Inch mm mm bar psi bar psi mm kgs/m m Codigo Codigo
SNP-1SNK04 1SNK-04 6.4 1/4" 6.2-7.0 12.1 290 4205 1160 16820 75 0.190 50/100 ××××1-××-04 03310-04
SNP-1SNK05 1SNK-05 7.9 5/16" 7.7-8.5 13.7 250 3625 1000 14500 85 0.200 50/100 ××××1-××-05 03310-05
SNP-1SNK06 1SNK-06 9.5 3/8" 9.3-10.1 15.9 230 3335 920 13340 90 0.250 50/100 ××××1-××-06 03310-06
SNP-1SNK08 1SNK-08 12.7 1/2" 12.3-13.5 19.2 200 2900 800 11600 130 0.350 50/100 ××××1-××-08 03310-08
SNP-1SNK10 1SNK-10 15.9 5/8" 15.5-16.7 22.3 150 2175 600 8700 150 0.450 50/100 ××××1-××-10 03310-10
SNP-1SNK12 1SNK-12 19.1 3/4" 18.6-19.8 26.1 125 1813 500 7250 180 0.500 50/100 ××××1-××-12 03310-12
SNP-1SNK16 1SNK-16 25.4 1" 25.0-26.4 32.0 110 1595 440 6380 230 0.750 50/100 ××××1-××-16 03310-16
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DIN EN853 2SNK (Two steel wire braided Hydraulic Hose ) 

CONSTRUCTION: 
Tube:High strength synthetic rubber.
Reinforcement:Two layer of high strength steel wire mesh.
Cover:Anti-abrasive synthetic rubber, resistant to oils, fuels and 
atmospheric conditions, Wrapped and Smooth surface available. 
TEMPERATURE: 
• -40 °C to +100 °C (intermittent 120 °C).
APPLICATION:
Mineral and biological oils, water-glycol based, water, lubricants. 
MSHA and ISO9001:2015 and GOST and SGS Approved.

DIN EN857 1SCK (One steel wire braided Hydraulic Hose  ) 

CONSTRUCTION: 
Tube:High strength synthetic rubber.
Reinforcement:One layer of high strength steel wire mesh.
Cover:Anti-abrasive synthetic rubber, resistant to oils, fuels and 
atmospheric conditions, Wrapped and Smooth surface available. 
TEMPERATURE: 
• -40 °C to +100 °C (intermittent 120 °C).
APPLICATION:
Mineral and biological oils, water-glycol based, water, lubricants. 
MSHA and ISO9001:2015 and GOST and SGS Approved.

DIN EN857 2SCK (Two steel wire braided Hydraulic Hose ) 

CONSTRUCTION: 
Tube:High strength synthetic rubber.
Reinforcement:Two layer of high strength steel wire mesh.
Cover:Anti-abrasive synthetic rubber, resistant to oils, fuels and 
atmospheric conditions, Wrapped and Smooth surface available. 
TEMPERATURE: 
• -40 °C to +100 °C (intermittent 120 °C).
APPLICATION:
Mineral and biological oils, water-glycol based, water, lubricants. 
MSHA and ISO9001:2015 and GOST and SGS Approved

SAE 100R5 (One steel wire braided, Textile covered Hydraulic Hose ) 

CONSTRUCTION: 
Tube: High-strength synthetic rubber.
Reinforcement: One layer of high-strength steel wire mesh.
Cover: Braided textile sheath, Black color.
TEMPERATURE: 
• -40 °C to +100 °C (intermittent 120 °C).
APPLICATION:
Mineral and biological oils, water-glycol based, water, lubricants. 
MSHA and ISO9001:2015 and GOST and SGS Approved

HYDRAULIC 
HOSE

INDUSTRIAL 
HOSE

AUTOMATIC 
HOSE

HYDRAULIC 
FITTING 

HYDRAULIC 
ADAPTER

QUICK 
COUPLING

PNEUMATIC 
FITTING

CLAMP & 
COUPLER

HOSE
MACHINE

HYDRAULIC 
HOSE

INDUSTRIAL 
HOSE

AUTOMATIC 
HOSE

HYDRAULIC 
FITTING 

HYDRAULIC 
ADAPTER

QUICK 
COUPLING

PNEUMATIC 
FITTING

CLAMP & 
COUPLER

HOSE
MACHINE

HYDRAULIC 
HOSE

Code Size Inside 
Diameter

Outside 
Diameter

Working 
Pressure

Bursting 
Pressure

Bend 
Radius

Weight Length Ferrule & Fitting Code

# Dash mm Inch mm mm bar psi bar psi mm kgs/m m Codigo Codigo
SNP-2SNK04 2SNK-04 6.4 1/4" 6.2-7.0 13.4 450 6525 1800 26100 75 0.290 50/100 ××××1-××-04 03310-04
SNP-2SNK05 2SNK-05 7.9 5/16" 7.7-8.5 15.0 420 6090 1680 24360 85 0.330 50/100 ××××1-××-05 03310-05
SNP-2SNK06 2SNK-06 9.5 3/8" 9.3-10.1 17.0 385 5583 1540 22330 90 0.420 50/100 ××××1-××-06 03310-06
SNP-2SNK08 2SNK-08 12.7 1/2" 12.3-13.5 20.7 345 5003 1380 20010 130 0.550 50/100 ××××1-××-08 03310-08
SNP-2SNK10 2SNK-10 15.9 5/8" 15.5-16.7 23.6 290 4205 1160 16820 150 0.650 50/100 ××××1-××-10 03310-10
SNP-2SNK12 2SNK-12 19.1 3/4" 18.6-19.8 27.7 280 4060 1120 16240 180 0.790 50/100 ××××1-××-12 03310-12
SNP-2SNK16 2SNK-16 25.4 1" 25.0-26.4 35.6 200 2900 800 11600 230 1.180 50/100 ××××1-××-16 03310-16

Code Size Inside 
Diameter

Outside 
Diameter

Working 
Pressure

Bursting 
Pressure

Bend 
Radius

Weight Length Ferrule & Fitting Code

# Dash mm Inch mm mm bar psi bar psi mm kgs/m m Codigo Codigo
SNP-1SCK04 1SCK-04 6.4 1/4" 6.2-7.0 12.1 290 4205 1160 16820 75 0.190 50/100 ××××1-××-04 00110C-04
SNP-1SCK05 1SCK-05 7.9 5/16" 7.7-8.5 13.7 250 3625 1000 14500 85 0.200 50/100 ××××1-××-05 00110C-05
SNP-1SCK06 1SCK-06 9.5 3/8" 9.3-10.1 15.9 230 3335 920 13340 90 0.250 50/100 ××××1-××-06 00110C-06
SNP-1SCK08 1SCK-08 12.7 1/2" 12.3-13.5 19.2 200 2900 800 11600 130 0.350 50/100 ××××1-××-08 00110C-08
SNP-1SCK10 1SCK-10 15.9 5/8" 15.5-16.7 22.3 150 2175 600 8700 150 0.450 50/100 ××××1-××-10 00110C-10
SNP-1SCK12 1SCK-12 19.1 3/4" 18.6-19.8 26.1 125 1813 500 7250 180 0.500 50/100 ××××1-××-12 00110C-12
SNP-1SCK16 1SCK-16 25.4 1" 25.0-26.4 32.0 110 1595 440 6380 230 0.750 50/100 ××××1-××-16 00110C-16

Code Size Inside 
Diameter

Outside 
Diameter

Working 
Pressure

Bursting 
Pressure

Bend 
Radius

Weight Length Ferrule & Fitting Code

# Dash mm Inch mm mm bar psi bar psi mm kgs/m m Codigo Codigo
SNP-2SCK04 2SCK-04 6.4 1/4" 6.2-7.0 13.4 450 6525 1800 26100 75 0.290 50/100 ××××1-××-04 00210C-04
SNP-2SCK05 2SCK-05 7.9 5/16" 7.7-8.5 15.0 420 6090 1680 24360 85 0.330 50/100 ××××1-××-05 00210C-05
SNP-2SCK06 2SCK-06 9.5 3/8" 9.3-10.1 17.0 385 5583 1540 22330 90 0.420 50/100 ××××1-××-06 00210C-06
SNP-2SCK08 2SCK-08 12.7 1/2" 12.3-13.5 20.7 345 5003 1380 20010 130 0.550 50/100 ××××1-××-08 00210C-08
SNP-2SCK10 2SCK-10 15.9 5/8" 15.5-16.7 23.6 290 4205 1160 16820 150 0.650 50/100 ××××1-××-10 00210C-10
SNP-2SCK12 2SCK-12 19.1 3/4" 18.6-19.8 27.7 280 4060 1120 16240 180 0.790 50/100 ××××1-××-12 00210C-12
SNP-2SCK16 2SCK-16 25.4 1" 25.0-26.4 35.6 200 2900 800 11600 230 1.180 50/100 ××××1-××-16 00210C-16

Dash mm Inch mm mm bar psi bar psi mm kgs/m m Codigo Codigo
SNP-R503 R5-03 4.8 3/16" 4.6-5.4 12.7-13.7 210 3045 840 12180 75 0.130 50/100 ××××8-××-04 00518-04
SNP-R504 R5-04 6.4 1/4" 6.2-7.0 14.3-15.3 210 3045 840 12180 85 0.160 50/100 ××××8-××-05 00518-05
SNP-R505 R5-05 7.9 5/16" 7.7-8.5 16.7-17.6 157 2277 628 9106 100 0.200 50/100 ××××8-××-06 00518-06
SNP-R506 R5-06 10.3 13/32" 10.3-11.1 18.9-20.0 140 2030 560 8120 115 0.240 50/100 ××××8-××-08 00518-08
SNP-R508 R5-08 12.7 1/2" 12.3-13.5 22.8-24.0 122 1769 488 7076 140 0.350 50/100 ××××8-××-10 00518-10
SNP-R510 R5-10 15.9 5/8" 15.5-16.7 26.8-28.0 105 1523 420 6090 165 0.450 50/100 ××××8-××-12 00518-12
SNP-R514 R5-14 22.2 7/8" 22.2-23.3 30.6-32.2 56 812 224 3248 185 0.400 50/100 ××××8-××-16 00518-16
SNP-R516 R5-16 28.6 1-1/8" 28.6-29.8 37.3-38.9 43 624

Code Size Inside 
Diameter

Outside 
Diameter

Working 
Pressure

Bursting 
Pressure

Bend 
Radius

Weight Length Ferrule & Fitting Code

#

 172 2494 230 0.550 50 ××××8-××-20 00518-20
SNP-R520 R5-20 34.9 1-3/8" 34.9-36.1 43.7-45.2 35 508 140 2030 265 0.700 50 ××××8-××-24 00518-24
SNP-R524 R5-24 46.0 1-13/16" 46.0-47.2 55.2-57.6 24 348 96 1392 335 0.990 50 ××××8-××-32 00518-32
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SAE 100R5 High Temperature (One steel wire braided, Textile covered Hydraulic Hose  ) 

CONSTRUCTION: 
Tube: High-strength synthetic rubber.
Reinforcement: One layer of high-strength steel wire mesh.
Cover: Braided textile sheath, Black or Blue color.
TEMPERATURE: 
• -40°C to +135°C petroleum-based fluids (intermittent 155°C).
APPLICATION:
Mineral and biological oils, water-glycol based, water, lubricants. 
MSHA and ISO9001:2015 and GOST and SGS Approved.

DIN EN853 1SN/SAE 100R1AT

ARCTIC SERIES

(One steel wire braided Hydraulic Hose (Wrapped surface)  ) 

CONSTRUCTION: 
Tube:High strength synthetic rubber.
Reinforcement:One layer of high strength steel wire mesh.
Cover: Anti-abrasive synthetic rubber, resistant to oils, fuels and 
atmospheric conditions. 
TEMPERATURE: 
• -50°C to +100°C (intermittent -55°C or +120°C) Prolonged operation 
at extreme temperatures will reduce hose life.
APPLICATION:
Mineral and biological oils, water-glycol based, water, lubricants. 
MSHA and ISO9001:2015 and GOST and SGS Approved.

DIN EN853 2SN/SAE 100R2AT (Two steel wire braided Hydraulic Hose (Wrapped surface)) 

CONSTRUCTION: 
Tube:High strength synthetic rubber.
Reinforcement:Two layer of high strength steel wire mesh.
Cover: Anti-abrasive synthetic rubber, resistant to oils, fuels and 
atmospheric conditions. 
TEMPERATURE: 
• -50°C to +100°C (intermittent -55°C or +120°C) Prolonged operation 
at extreme temperatures will reduce hose life,
APPLICATION:
Mineral and biological oils, water-glycol based, water, lubricants. 
MSHA and ISO9001:2015 and GOST and SGS Approved

DIN EN857 1SC (One steel wire braided Hydraulic Hose (Wrapped surface)  ) 

CONSTRUCTION: 
Tube:High strength synthetic rubber.
Reinforcement:One layer of high strength steel wire mesh.
Cover: Anti-abrasive synthetic rubber, resistant to oils, fuels and 
atmospheric conditions. 
TEMPERATURE: 
• -50°C to +100°C (intermittent -55°C or +120°C) Prolonged operation 
at extreme temperatures will reduce hose life.
APPLICATION:
Mineral and biological oils, water-glycol based, water, lubricants. 
MSHA and ISO9001:2015 and GOST and SGS Approved

HYDRAULIC 
HOSE

INDUSTRIAL 
HOSE

AUTOMATIC 
HOSE

HYDRAULIC 
FITTING 

HYDRAULIC 
ADAPTER
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COUPLING

PNEUMATIC 
FITTING

CLAMP & 
COUPLER

HOSE
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HYDRAULIC 
HOSE
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HOSE
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HOSE

HYDRAULIC 
FITTING 

HYDRAULIC 
ADAPTER

QUICK 
COUPLING

PNEUMATIC 
FITTING

CLAMP & 
COUPLER

HOSE
MACHINE

HYDRAULIC 
HOSE

Dash mm Inch mm mm bar psi bar psi mm kgs/m m Codigo Codigo
SNP-R5H03 R5H-03 4.8 3/16" 4.6-5.4 12.7-13.7 210 3045 840 12180 75 0.130 50/100 ××××8-××-04 00518-04
SNP-R5H04 R5H-04 6.4 1/4" 6.2-7.0 14.3-15.3 210 3045 840 12180 85 0.160 50/100 ××××8-××-05 00518-05
SNP-R5H05 R5H-05 7.9 5/16" 7.7-8.5 16.7-17.6 157 2277 628 9106 100 0.200 50/100 ××××8-××-06 00518-06
SNP-R5H06 R5H-06 10.3 13/32" 10.3-11.1 18.9-20.0 140 2030 560 8120 115 0.240 50/100 ××××8-××-08 00518-08
SNP-R5H08 R5H-08 12.7 1/2" 12.3-13.5 22.8-24.0 122 1769 488 7076 140 0.350 50/100 ××××8-××-10 00518-10
SNP-R5H10 R5H-10 15.9 5/8" 15.9-17.0 26.8-28.0 105 1523 420 6090 165 0.400 50/100 ××××8-××-12 00518-12
SNP-R5H14 R5H-14 22.2 7/8" 22.2-23.3 30.6-32.2 56 812 224 3248 185 0.450 50/100 ××××8-××-16 00518-16
SNP-R5H16 R5H-16 28.6 1-1/8" 28.6-29.8 37.3-38.9 43 624

Code Size Inside 
Diameter

Outside 
Diameter

Working 
Pressure

Bursting 
Pressure

Bend 
Radius

Weight Length Ferrule & Fitting Code

#

 172 2494 230 0.550 50 ××××8-××-20 00518-20
SNP-R5H20 R5H-20 34.9 1-3/8" 34.9-36.1 43.7-45.2 35 508 140 2030 265 0.700 50 ××××8-××-24 00518-24
SNP-R5H24 R5H-24 46.0 1-13/16" 46.0-47.2 55.2-57.6 24 348 96 1392 335 0.990 50 ××××8-××-32 00518-32

Dash mm Inch mm mm bar psi bar psi mm kgs/m m Codigo Codigo
SNP-1SNL03 1SNL-03 4.8 3/16" 4.6-5.4 12.5 MAX . 250 3625 1000 14500 90 0.240 50/100 ××××1-××-03 00110-03
SNP-1SNL04 1SNL-04 6.4 1/4" 6.2-7.0 14. 1MAX . 225 3263 900 13050 100 0.255 50/100 ××××1-××-04 00110-04
SNP-1SNL05 1SNL-05 7.9 5/16" 7.7-8.5 15.7 MAX . 215 3118 860 12470 115 0.304 50/100 ××××1-××-05 00110-05
SNP-1SNL06 1SNL-06 9.5 3/8" 9.3-10.1 18.1 MAX . 180 2610 720 10440 130 0.390 50/100 ××××1-××-06 00110-06
SNP-1SNL08 1SNL-08 12.7 1/2" 12.3-13.5 21.4 MAX . 160 2320 640 9280 180 0.472 50/100 ××××1-××-08 00110-08
SNP-1SNL10 1SNL-10 15.9 5/8" 15.5-16.7 24.5 MAX . 130 1885 520 7540 200 0.581 50/100 ××××1-××-10 00110-10
SNP-1SNL12 1SNL-12 19.1 3/4" 18.6-19.8 28.5 MAX . 105 1523 420 6090 240 0.690 50/100 ××××1-××-12 00110-12
SNP-1SNL16 1SNL

Code Size Inside 
Diameter

Outside 
Diameter

Working 
Pressure

Bursting 
Pressure

Bend 
Radius

Weight Length Ferrule & Fitting Code

#

-16 25.4 1" 25.0-26.4 36.6 MAX . 87 1262 348 5046 300 0.830 50/100 ××××1-××-16 00110-16
SNP-1SNL20 1SNL-20 31.8 1.1/4" 31.4-33.0 44.8 MAX . 63 914 252 3654 420 1.325 20/40 ××××1-××-20 00110-20
SNP-1SNL24 1SNL-24 38.1 1.1/2" 37.7-39.3 52.1 MAX . 50 725 200 2900 500 1.500 20/40 ××××1-××-24 00110-24
SNP-1SNL32 1SNL-32 50.8 2" 50.4-52.0 65.5 MAX . 40 580 160 2320 630 1.875 20/40 ××××1-××-32 00110-32

Dash mm Inch mm mm bar psi bar psi mm kgs/m m Codigo Codigo
SNP-2SNL03 2SNL-03 4.8 3/16" 4.6-5.4 14.1 MAX . 415 6018 1660 24070 90 0.340 50/100 ××××1-××-03 00210-03
SNP-2SNL04 2SNL-04 6.4 1/4" 6.2-7.0 15.7 MAX . 400 5800 1600 23200 100 0.372 50/100 ××××1-××-04 00210-04
SNP-2SNL05 2SNL-05 7.9 5/16" 7.7-8.5 17.3 MAX . 350 5075 1400 20300 115 0.430 50/100 ××××1-××-05 00210-05
SNP-2SNL06 2SNL-06 9.5 3/8" 9.3-10.1 19.7 MAX . 330 4785 1320 19140 130 0.560 50/100 ××××1-××-06 00210-06
SNP-2SNL08 2SNL-08 12.7 1/2" 12.3-13.5 23.0 MAX . 275 3988 1100 15950 180 0.640 50/100 ××××1-××-08 00210-08
SNP-2SNL10 2SNL-10 15.9 5/8" 15.5-16.7 26.2 MAX . 250 3625 1000 14500 200 0.732 50/100 ××××1-××-10 00210-10
SNP-2SNL12 2SNL-12 19.1 3/4" 18.6-19.8 30.1 MAX . 215 3118 860 12470 240 0.930 50/100 ××××1-××-12 00210-12
SNP-2SNL16 2SNL

Code Size Inside 
Diameter

Outside 
Diameter

Working 
Pressure

Bursting 
Pressure

Bend 
Radius

Weight Length Ferrule & Fitting Code

#

-16 25.4 1" 25.0-26.4 38.9 MAX . 165 2393 660 9570 300 1.360 50/100 ××××1-××-16 00210-16
SNP-2SNL20 2SNL-20 31.8 1.1/4" 31.4-33.0 49.5 MAX . 125 1813 500 7250 420 1.850 20/40 ××××1-××-20 00210-20
SNP-2SNL24 2SNL-24 38.1 1.1/2" 37.7-39.3 55.9 MAX . 90 1305 360 5220 500 2.300 20/40 ××××1-××-24 00210-24
SNP-2SNL32 2SNL-32 50.8 2" 50.4-52.0 68.6 MAX . 80 1160 320 4640 630 2.650 20/40 ××××1-××-32 00210-32

Code Size Inside 
Diameter

Outside 
Diameter

Working 
Pressure

Bursting 
Pressure

Bend 
Radius

Weight Length Ferrule & Fitting Code

# Dash mm Inch mm mm bar psi bar psi mm kgs/m m Codigo Codigo
SNP-1SCL04 1SCL-04 6.4 1/4" 6.2-7.0 13.5 MAX . 225 3263 900 13050 75 0.190 50/100 ××××1-××-04 00110C-04
SNP-1SCL05 1SCL-05 7.9 5/16" 7.7-8.5 14.5 MAX . 215 3118 860 12470 85 0.220 50/100 ××××1-××-05 00110C-05
SNP-1SCL06 1SCL-06 9.5 3/8" 9.3-10.1 16.9 MAX . 180 2610 720 10440 90 0.250 50/100 ××××1-××-06 00110C-06
SNP-1SCL08 1SCL-08 12.7 1/2" 12.3-13.5 20.4 MAX . 160 2320 640 9280 130 0.350 50/100 ××××1-××-08 00110C-08
SNP-1SCL10 1SCL-10 15.9 5/8" 15.5-16.7 23.0 MAX . 130 1885 520 7540 150 0.450 50/100 ××××1-××-10 00110C-10
SNP-1SCL12 1SCL-12 19.1 3/4" 18.6-19.8 26.7 MAX . 105 1523 420 6090 180 0.500 50/100 ××××1-××-12 00110C-12
SNP-1SCL16 1SCL-16 25.4 1" 25.0-26.4 34.9 MAX . 88 1276 352 5104 230 0.750 50/100 ××××1-××-16 00110C-16
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DIN EN857 2SC (Two steel wire braided Hydraulic Hose (Wrapped surface)  ) 

CONSTRUCTION: 
Tube:High strength synthetic rubber.
Reinforcement:Two layer of high strength steel wire mesh.
Cover: Anti-abrasive synthetic rubber, resistant to oils, fuels and 
atmospheric conditions. 
TEMPERATURE: 
• -50°C to +100°C (intermittent -55°C or +120°C) Prolonged operation
at extreme temperatures will reduce hose life.
APPLICATION:
Mineral and biological oils, water-glycol based, water, lubricants. 
MSHA and ISO9001:2015 and GOST and SGS Approved.

SAE 100R16 (Two steel wire braided Hydraulic Hose (Wrapped surface)  ) 

CONSTRUCTION: 
Tube:High strength synthetic rubber.
Reinforcement:Two layer of high strength steel wire mesh.
Cover: Anti-abrasive synthetic rubber, resistant to oils, fuels and 
atmospheric conditions. 
TEMPERATURE: 
• -50°C to +100°C (intermittent -55°C or +120°C) Prolonged operation 
at extreme temperatures will reduce hose life.
APPLICATION:
Mineral and biological oils, water-glycol based, water, lubricants. 
MSHA and ISO9001:2015 and GOST and SGS Approved.

SAE 100R17 (Two steel wire braided Hydraulic Hose (Wrapped surface) ) 

CONSTRUCTION: 
Tube: High-strength synthetic rubber.
Reinforcement: 1/4", 5/16", 3/8" and 1/2" are reinforced with a layer of 
braided high-strength steel wire; 5/8", 3/4" and 1" are reinforced with 
two layers of braided high-strength steel wire;
Cover: Anti-abrasive synthetic rubber, resistant to oils, fuels and 
atmospheric conditions.
TEMPERATURE: 
• -50°C to +100°C (intermittent -55°C or +120°C) Prolonged operation 
at extreme temperatures will reduce hose life.
APPLICATION:
Mineral and biological oils, water-glycol based, water, lubricants. 
MSHA and ISO9001:2015 and GOST and SGS Approved

DIN EN856 4SP (Four steel wire spiral Hydraulic Hose ) 

CONSTRUCTION: 
Tube: High-strength synthetic rubber.
Reinforcement: Four spiral layers of high-strength steel wire.
Cover: Anti-abrasive synthetic rubber, resistant to oils, fuels and 
atmospheric conditions
TEMPERATURE: 
• -50°C to +120°C (intermittent -55°C or +120°C) Prolonged operation 
at extreme temperatures will reduce hose life.
APPLICATION:
Mineral and biological oils, water-glycol based, water, lubricants. 
MSHA and ISO9001:2015 and GOST and SGS Approved
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Code Size Inside 
Diameter

Outside 
Diameter

Working 
Pressure

Bursting 
Pressure

Bend 
Radius

Weight Length Ferrule & Fitting Code

# Dash mm Inch mm mm bar psi bar psi mm kgs/m m Codigo Codigo
SNP-2SCL04 2SCL-04 6.4 1/4" 6.2-7.0 14.2 MAX . 400 5800 1600 23200 75 0.296 50/100 ××××1-××-04 00210C-04
SNP-2SCL05 2SCL-05 7.9 5/16" 7.7-8.5 16.0 MAX . 350 5075 1400 20300 85 0.327 50/100 ××××1-××-05 00210C-05
SNP-2SCL06 2SCL-06 9.5 3/8" 9.3-10.1 18.3 MAX . 330 4785 1320 19140 90 0.398 50/100 ××××1-××-06 00210C-06
SNP-2SCL08 2SCL-08 12.7 1/2" 12.3-13.5 21.5 MAX . 275 3988 1100 15950 130 0.500 50/100 ××××1-××-08 00210C-08
SNP-2SCL10 2SCL-10 15.9 5/8" 15.5-16.7 24.7 MAX . 250 3625 1000 14500 150 0.632 50/100 ××××1-××-10 00210C-10
SNP-2SCL12 2SCL-12 19.1 3/4" 18.6-19.8 28.6 MAX . 215 3118 860 12470 180 0.738 50/100 ××××1-××-12 00210C-12
SNP-2SCL16 2SCL-16 25.4 1" 25.0-26.4 36.6 MAX . 165 2393 660 9570 230 1.034 50/100 ××××1-××-16 00210C-16

Dash mm Inch mm mm bar psi bar psi mm kgs/m m Codigo Codigo
SNP-R16L04 R16L-04 6.4 1/4" 6.2-7.0 14.5 MAX . 400 5800 1600 23200 50 0.290 50/100 ××××1-××-04 00210C-04
SNP-R16L05 R16L-05 7.9 5/16" 7.7-8.5 15.7 MAX . 350 5075 1400 20300 55 0.330 50/100 ××××1-××-05 00210C-05
SNP-R16L06 R16L-06 9.5 3/8" 9.3-10.1 18.8 MAX . 330 4785 1320 19140 65 0.420 50/100 ××××1-××-06 00210C-06
SNP-R16L08 R16L-08 12.7 1/2" 12.3-13.5 22.0 MAX . 275 3988 1100 15950 90 0.550 50/100 ××××1-××-08 00210C-08
SNP-R16L10 R16L-10 15.9 5/8" 15.5-16.7 25.4 MAX . 250 3625 1000 14500 100 0.650 50/100 ××××1-××-10 00210C-10
SNP-R16L12 R16L-12 19.1 3/4" 18.6-19.8 29.0 MAX . 215 3118 860 12470 120 0.790 50/100 ××××1-××-12 00210C-12
SNP-R16L16 R16L-16 25.4 1" 25.0-26.4 36.6 MAX . 165 2393 660 9570 150 1.180 50/100 ××××1-××-16 00210C-16
SNP-R16L20 R16L

Code Size Inside 
Diameter

Outside 
Diameter

Working 
Pressure

Bursting 
Pressure

Bend 
Radius

Weight Length Ferrule & Fitting Code

#

-20 31.8 1-1/4" 31.4-33.0 44.3 MAX . 125 1813 500 7250 210 1.800 40 ××××1-××-20 00210C-20

Dash mm Inch mm mm bar psi bar psi mm kgs/m m Codigo Codigo
SNP-R17L03 R17L-03 4.8 3/16" 4.6-5.4 11.6 MAX . 210 3045 840 12180 45 0.155 50/100 ××××1-××-03 00110C-03
SNP-R17L04 R17L-04 6.4 1/4" 6.2-7.0 13.2 MAX . 210 3045 840 12180 50 0.190 50/100 ××××1-××-04 00110C-04
SNP-R17L05 R17L-05 7.9 5/16" 7.7-8.5 15.0 MAX . 210 3045 840 12180 55 0.200 50/100 ××××1-××-05 00110C-05
SNP-R17L06 R17L-06 9.5 3/8" 9.3-10.1 17.0 MAX . 210 3045 840 12180 65 0.260 50/100 ××××1-××-06 00110C-06
SNP-R17L08 R17L-08 12.7 1/2" 12.3-13.5 22.1 MAX . 210 3045 840 12180 90 0.390 50/100 ××××1-××-08 00110C-08
SNP-R17L10 R17L-10 15.9 5/8" 15.5-16.7 25.9 MAX . 210 3045 840 12180 100 0.640 50/100 ××××1-××-10 00110C-10
SNP-R17L12 R17L-12 19.1 3/4" 18.6-19.8 30.3 MAX . 210 3045 840 12180 120 0.790 50/100 ××××1-××-12 00110C-12
SNP-R17L16 R17L

Code Size Inside 
Diameter

Outside 
Diameter

Working 
Pressure

Bursting 
Pressure

Bend 
Radius

Weight Length Ferrule & Fitting Code

#

-16 25.4 1" 25.0-26.4 38.6 MAX . 210 3045 840 12180 150 1.250 50/100 ××××1-××-16 00110C-16

Dash mm Inch mm mm bar psi bar psi mm kgs/m m Codigo Codigo
SNP-4SPL06 4SPL-06 9.5 3/8" 9.3-10.1 20.6-22.2 445 6453 1780 25810 180 0.700 20/40 ××××2-××-06 00400-06
SNP-4SPL08 4SPL-08 12.7 1/2" 12.3-13.5 23.8-25.4 415 6018 1660 24070 230 0.800 20/40 ××××2-××-08 00400-08
SNP-4SPL10 4SPL-10 15.9 5/8" 15.5-16.7 27.4-29.0 350 5075 1400 20300 250 0.975 20/40 ××××2-××-10 00400-10
SNP-4SPL12 4SPL-12 19.1 3/4" 18.6-19.8 31.4-33.0 350 5075 1400 20300 300 1.450 20/40 ××××2-××-12 00400-12
SNP-4SPL16 4SPL-16 25.4 1" 25.0-26.4 38.5-40.9 280 4060 1120 16240 340 2.050 20/40 ××××2-××-16 00400-16
SNP-4SPL20 4SPL-20 31.8 1.1/4" 31.4-33.0 49.2-52.4 210 3045 840 12180 460 3.060 20/40 ××××2-××-20 00400-20
SNP-4SPL24 4SPL-24 38.1 1.1/2" 37.7-39.3 55.6-58.8 185 2683 740 10730 560 3.650 20/40 ××××2-××-24 00400-24
SNP-4SPL32 4SPL-32 50.8 2" 50.4-52.0 68.2-71.4 165 2393 660

Code Size Inside 
Diameter

Outside 
Diameter

Working 
Pressure

Bursting 
Pressure

Bend 
Radius

Weight Length Ferrule & Fitting Code

#

9570 660 4.850 20/40 ××××2-××-32 00400-32

P17 P18

PNEUMATIC 
& PVC HOSE

PNEUMATIC 
& PVC HOSE



DIN EN856 4SH (Four steel wire spiral Hydraulic Hose  ) 

CONSTRUCTION: 
Tube: High-strength synthetic rubber.
Reinforcement: Four spiral layers of high-strength steel wire.
Cover: Anti-abrasive synthetic rubber, resistant to oils, fuels and 
atmospheric conditions
TEMPERATURE: 
• -50°C to +120°C (intermittent -55°C or +120°C) Prolonged operation 
at extreme temperatures will reduce hose life
APPLICATION:
Mineral and biological oils, water-glycol based, water, lubricants. 
MSHA and ISO9001:2015 and GOST and SGS Approved.

SAE 100R6

 
• -40°C to +100°C (intermittent 120°C).
APPLICATION:
Mineral and biological oils, water-glycol based, water, lubricants. 

CONSTRUCTION: 
Tube: High-strength synthetic rubber.
Reinforcement: One layer of textile braid.
Cover: Anti-abrasive synthetic rubber, resistant to oils, fuels and 
atmospheric conditions.

(One textile braided Hydraulic Hose  ) 

TEMPERATURE:

MSHA and ISO9001:2015 and GOST and SGS Approved.

SAE 100R3 (Two textile braided Hydraulic Hose ) 

 
• -40°C to +100°C (intermittent 120°C).
APPLICATION:
Mineral and biological oils, water-glycol based, water, lubricants. 

CONSTRUCTION: 
Tube: High-strength synthetic rubber.
Reinforcement: Two layer of textile braid.
Cover: Anti-abrasive synthetic rubber, resistant to oils, fuels and 
atmospheric conditions.
TEMPERATURE:

MSHA and ISO9001:2015 and GOST and SGS Approved

SAE 100R4 (Wire spiral Hydraulic suction and discharge hose  ) 

CONSTRUCTION: 
Tube: High-strength synthetic rubber.
Reinforcement: One ply or multi plies of high-strength textile with a 
suitable spiral of steel wire. 
Cover: Anti-abrasive synthetic rubber, resistant to oils, fuels and 
atmospheric conditions.
TEMPERATURE: 
• -40°C to +100°C (intermittent 120°C).
APPLICATION:
Mineral and biological oils, water-glycol based, water, lubricants. 
MSHA and ISO9001:2015 and GOST and SGS Approved
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Dash mm Inch mm mm bar psi bar psi mm kgs/m m Codigo Codigo
SNP-4SHL06 4SHL-06 9.5 3/8" 9.3-10.1 20.6-22.2 445 6453 1780 25810 180 0.700 20/40 ××××2-××-06 00400-06
SNP-4SHL08 4SHL-08 12.7 1/2" 12.3-13.5 23.8-25.4 415 6018 1660 24070 230 0.900 20/40 ××××2-××-08 00400-08
SNP-4SHL10 4SHL-10 15.9 5/8" 15.5-16.7 27.4-29.0 350 5075 1400 20300 250 0.975 20/40 ××××2-××-10 00400-10
SNP-4SHL12 4SHL-12 19.1 3/4" 18.6-19.8 31.4-33.0 350 5075 1400 20300 300 1.450 20/40 ××××2-××-12 00400-12
SNP-4SHL16 4SHL-16 25.4 1" 25.0-26.4 38.5-40.9 280 4060 1120 16240 340 2.050 20/40 ××××2-××-16 00400-16
SNP-4SHL20 4SHL-20 31.8 1.1/4" 31.4-33.0 49.2-52.4 210 3045 840 12180 460 3.060 20/40 ××××2-××-20 00400-20
SNP-4SHL24 4SHL-24 38.1 1.1/2" 37.7-39.3 55.6-58.8 185 2683 740 10730 560 3.650 20/40 ××××2-××-24 00400-24
SNP-4SHL32 4SHL-32 50.8 2" 50.4-52.0 68.2-71.4 165 2393 660

Code Size Inside 
Diameter

Outside 
Diameter

Working 
Pressure

Bursting 
Pressure

Bend 
Radius

Weight Length Ferrule & Fitting Code

#

9570 660 4.850 20/40 ××××2-××-32 00400-32

Code Size Inside 
Diameter

Outside 
Diameter

Working 
Pressure

Bursting 
Pressure

Bend 
Radius

Weight Length Ferrule & Fitting Code

# Dash mm Inch mm mm bar psi bar psi mm kgs/m m Codigo Codigo
SNP-R603 R6-03 4.8 3/16" 4.6-5.4 10.0-11.6 35  5508 140 2030 0 0.100 50/100 ××××1-××-03PO /
SNP-R604 R6-04 6.4 1/4" 6.2-7.0 11.6-13.5 28  6406 112 1624 5 0.110 50/100 ××××1-××-04PO /
SNP-R605 R6-05 7.9 5/16" 7.7-8.5 13.1-15.1 28  7406 112 1624 5 0.130 50/100 ××××1-××-05PO /
SNP-R606 R6-06 9.5 3/8" 9.3-10.1 14.7-16.7 28  7406 112 1624 5 0.160 50/100 ××××1-××-06PO /
SNP-R608 R6-08 12.7 1/2" 12.3-13.5 17.7-20.6 28  10406 112 1624 0 0.220 50/100 ××××1-××-08PO /
SNP-R610 R6-10 15.9 5/8" 15.5-16.7 21.9-23.9 24  12348 96 1624 5 0.270 50/100 ××××1-××-10PO /
SNP-R612 R6-12 19.1 3/4" 18.6-19.8 25.4-27.8 21  15304 84 1624 0 0.330 50/100 ××××1-××-12PO /
SNP-R616 R6-16 25.4 1" 25.0-26.4 32.8-35.9 12  15174 48 696 5 0.500 50/100 ××××1-××-16PO /

Code Size Inside 
Diameter

Outside 
Diameter

Working 
Pressure

Bursting 
Pressure

Bend 
Radius

Weight Length Ferrule & Fitting Code

# Dash mm Inch mm mm bar psi bar psi mm kgs/m m Codigo Codigo
SNP-R303 R3-03 4.8 3/16" 4.6-5.4 11.9-13.5 105 1523 420 6090 75 0.130 50/100 ××××1-××-03PO /
SNP-R304 R3-04 6.4 1/4" 6.2-7.0 13.5-15.1 87 1262 348 5046 75 0.180 50/100 ××××1-××-04PO /
SNP-R305 R3-05 7.9 5/16" 7.7-8.5 16.7-18.3 84 1218 336 4872 100 0.280 50/100 ××××1-××-05PO /
SNP-R306 R3-06 9.5 3/8" 9.3-10.1 18.3-19.8 78 1131 312 4524 100 0.300 50/100 ××××1-××-06PO /
SNP-R308 R3-08 12.7 1/2" 12.3-13.5 23.0-24.6 70 1015 280 4060 125 0.400 50/100 ××××1-××-08PO /
SNP-R310 R3-10 15.9 5/8" 15.5-16.7 26.2-27.8 61 885 244 3538 140 0.470 50/100 ××××1-××-10PO /
SNP-R312 R3-12 19.1 3/4" 18.6-19.8 31.0-32.5 52 754 208 3016 150 0.680 50/100 ××××1-××-12PO /
SNP-R316 R3-16 25.4 1" 25.0-26.4 36.9-39.3 39 566 156 2262 205 0.900 50/100 ××××1-××-16PO /

Dash mm Inch mm mm bar psi bar psi mm kgs/m m Codigo Codigo
SNP-R412 R4-12 19.1 3/4" 19±0.4 34.4±0.4 21.0 305 63.0 914 120 0.990 60 ××××1-××-12PO /
SNP-R416 R4-16 25.4 1" 25±0.4 40.4±0.4 17.0 247 51.0 740 145 1.210 60 ××××1-××-16PO /
SNP-R420 R4-20 31.8 1-1/4" 32±0.4 49.0±0.4 14.0 203 42.0 609 195 1.680 60 ××××1-××-20PO /
SNP-R424 R4-24 38.1 1-1/2" 38±0.4 55.0±0.4 10.5 152 31.5 457 228 1.930 60 ××××1-××-24PO /
SNP-R432 R4-32 50.8 2" 51±0.4 68.0±0.4 7.0 102 21.0 305 300 2.470 60 ××××1-××-32PO /
SNP-R440 R4-40 64.0 2-1/2" 64±0.4 81.6±0.4 4.0 58 12.0 174 355 3.170 60 ××××1-××-40PO /
SNP-R448 R4-48 76.0 3" 76±0.4 94.4±0.4 4.0 58 12.0 174 455 4.030 60 ××××1-××-48PO /
SNP-R464

Code Size Inside 
Diameter

Outside 
Diameter

Working 
Pressure

Bursting 
Pressure

 WeighBend
Radius

t Length Ferrule & Fitting Code

#

R4-64 102.0 4" 102±0.4 120.2±0.4 4.0 58 12.0 174 610 5.440 60 ××××1-××-64PO /
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SAE 100R7 

THERMOPLASIC HOSE

(One textile braided Thermoplastic Hydraulic hose  ) 

CONSTRUCTION: 
Tube: PA (polyamide).
Reinforcement: One layer of textile braid.
Cover: PU (polyurethane), black.
TEMPERATURE: 
• -40°C to +100°C (intermittent 110°C).
APPLICATION:
Mineral and biological oils, water-glycol based, water, lubricants. 
MSHA and ISO9001:2015 and GOST and SGS Approved.

SAE 100R7S (One steel wire braided Thermoplastic Hydraulic hose  ) 

CONSTRUCTION: 
Tube: PA (polyamide).
Reinforcement: One layer of high tensile steel wire braided. 
Cover: PU (polyurethane), black.
TEMPERATURE: 
• -40°C to +100°C (intermittent 110°C).
APPLICATION:
Mineral and biological oils, water-glycol based, water, lubricants. 
MSHA and ISO9001:2015 and GOST and SGS Approved.

SAE 100R7N  (Non-Conductive) (One textile braided Thermoplastic Hydraulic hose  ) 

CONSTRUCTION: 
Tube: PA (polyamide).
Reinforcement: One layer of textile braid.
Cover: PU (polyurethane), Orange non-conductive 
TEMPERATURE: 
• -40°C to +100°C (intermittent 110°C).
APPLICATION:
Mineral and biological oils, water-glycol based, water, lubricants. 
MSHA and ISO9001:2015 and GOST and SGS Approved

SAE 100R7D-Double Line

CONSTRUCTION: 
Tube: PA (polyamide).
Reinforcement: One layer of textile braid.
Cover: PU (polyurethane), Black

(One textile braided Thermoplastic Hydraulic hose  ) 

TEMPERATURE: 
• -40°C to +100°C (intermittent 110°C).
APPLICATION:
Mineral and biological oils, water-glycol based, water, lubricants. 
MSHA and ISO9001:2015 and GOST and SGS Approved
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Dash mm Inch mm mm bar psi bar psi mm kgs/m m Codigo Codigo
SNP-R7C02 R7C-02 3.2 1/8" 3.4-3.6 8.5 230 3335 920 13340 12 0.038 90-110 ××××1-××-02 00018-02
SNP-R7C03 R7C-03 4.8 3/16" 4.6-5.4 10.8 210 3045 840 12180 30 0.080 90-110 ××××1-××-03 00018-03
SNP-R7C04 R7C-04 6.4 1/4" 6.2-7.0 13.0 200 2900 800 11600 35 0.120 90-110 ××××1-××-04 00018-04
SNP-R7C05 R7C-05 7.9 5/16" 7.7-8.5 15.1 190 2755 760 11020 45 0.145 90-110 ××××1-××-05 00018-05
SNP-R7C06 R7C-06 9.5 3/8" 9.3-10.1 17.0 175 2538 700 10150 55 0.170 90-110 ××××1-××-06 00018-06
SNP-R7C08 R7C-08 12.7 1/2" 12.3-13.5 20.7 140 2030 560 8120 75 0.250 90-110 ××××1-××-08 00018-08
SNP-R7C10 R7C-10 15.9 5/8" 15.5-16.7 23.0 105 1523 420 6090 120 0.300 45-55 ××××1-××-10 00018-10
SNP-R7C12 R7C-12 19.1 3/4" 18.6-19.8 26.0

Code Size Inside 
Diameter

Outside 
Diameter

Working 
Pressure

Bursting 
Pressure

Bend 
Radius

Weight Length Ferrule & Fitting Code

#

 90 1305 360 5220 145 0.346 45-55 ××××1-××-12 00018-12
SNP-R7C16 R7C-16 25.4 1" 25.0-26.4 32.0 70 1015 280 4060 200 0.422 45-55 ××××1-××-16 00018-16

Dash mm Inch mm mm bar psi bar psi mm kgs/m m Codigo Codigo
SNP-R7S02 R7S-02 3.2 1/8" 3.4-3.6 8.8 300 4350 1200 17400 20 0.1 90-110 ××××1-××-02 00018-02
SNP-R7S03 R7S-03 4.8 3/16" 4.6-5.4 10.8 207 3002 828 12006 20 0.100 90-110 ××××1-××-03 00018-03
SNP-R7S04 R7S-04 6.4 1/4" 6.2-7.0 11.3 250 3625 1000 14500 30 0.200 90-110 ××××1-××-04 00018-04
SNP-R7S05 R7S-05 7.9 5/16" 7.7-8.5 14.0 200 2900 800 11600 46 0.200 90-110 ××××1-××-05 00018-05
SNP-R7S06 R7S-06 9.5 3/8" 9.3-10.1 16.0 180 2610 720 10440 60 0.300 90-110 ××××1-××-06 00018-06
SNP-R7S08 R7S-08 12.7 1/2" 12.3-13.5 19.0 160 2320 640 9280 76 0.400 90-110 ××××1-××-08 00018-08
SNP-R7S10 R7S-10 15.9 5/8" 15.5-16.7 22.0 138 2001 552 8004 86 0.400 45-55 ××××1-××-10 00018-10
SNP-R7S12 R7S-12 19.1 3/4" 18.6-19.8 26.0

Code Size Inside 
Diameter

Outside 
Diameter

Working 
Pressure

Bursting 
Pressure

Bend 
Radius

Weight Length Ferrule & Fitting Code

#

 115 1668 460 6670 150 0.500 45-55 ××××1-××-12 00018-12
SNP-R7S16 R7S-16 25.4 1" 25.0-26.4 32.0 69 1001 276 4002 180 0.700 45-55 ××××1-××-16 00018-16

Dash mm Inch mm mm bar psi bar psi mm kgs/m m Codigo Codigo
SNP-R7N02 R7N-02 3.2 1/8" 3.4-3.6 8.5 224 3248 896 12992 19 0.038 90-110 ××××1-××-02 00018-02
SNP-R7N03 R7N-03 4.8 3/16" 4.6-5.4 10.8 224 3248 896 12992 19 0.080 90-110 ××××1-××-03 00018-03
SNP-R7N04 R7N-04 6.4 1/4" 6.2-7.0 13 210 3045 840 12180 38 0.120 90-110 ××××1-××-04 00018-04
SNP-R7N05 R7N-05 7.9 5/16" 7.7-8.5 15.1 175 2538 700 10150 44 0.145 90-110 ××××1-××-05 00018-05
SNP-R7N06 R7N-06 9.5 3/8" 9.3-10.1 17.0 158 2291 632 9164 51 0.170 90-110 ××××1-××-06 00018-06
SNP-R7N08 R7N-08 12.7 1/2" 12.3-13.5 20.7 158 2291 632 9164 76 0.250 90-110 ××××1-××-08 00018-08
SNP-R7N10 R7N-10 15.9 5/8" 15.5-16.7 25.0 192 2784 768 11136 152 0.300 45-55 ××××1-××-10 00018-10
SNP-R7N12 R7N-12 19.1 3/4" 18.6-19.8 26.0 88 1276 352

Code Size Inside 
Diameter

Outside 
Diameter

Working 
Pressure

Bursting 
Pressure

Bend 
Radius

Weight Length Ferrule & Fitting Code

#

5104 127 0.346 45-55 ××××1-××-12 00018-12
SNP-R7N16 R7N-16 25.4 1" 25.0-26.4 32.0 70 1015 280 4060 203 0.422 45-55 ××××1-××-16 00018-16

Dash mm Inch mm mm bar psi bar psi mm kgs/m m Codigo Codigo
SNP-R7D02 R7D-02 3.2 1/8" 3.4-3.6 8.5 224 3248 896 12992 19 0.076 90-110 ××××1-××-02 00018-02
SNP-R7D03 R7D-03 4.8 3/16" 4.6-5.4 10.8 224 3248 896 12992 19 0.160 90-110 ××××1-××-03 00018-03
SNP-R7D04 R7D-04 6.4 1/4" 6.2-7.0 13.0 210 3045 840 12180 38 0.240 90-110 ××××1-××-04 00018-04
SNP-R7D05 R7D-05 7.9 5/16" 7.7-8.5 15.1 175 2538 700 10150 44 0.290 90-110 ××××1-××-05 00018-05
SNP-R7D06 R7D-06 9.5 3/8" 9.3-10.1 17.0 158 2291 632 9164 51 0.340 90-110 ××××1-××-06 00018-06
SNP-R7D08 R7D-08 12.7 1/2" 12.3-13.5 20.7 158 2291 632 9164 76 0.500 90-110 ××××1-××-08 00018-08
SNP-R7D10 R7D-10 15.9 5/8" 15.5-16.7 25.0 192 2784 768 11136 152 0.600 45-55 ××××1-××-10 00018-10
SNP-R7D12 R7D-12 19.1 3/4" 18.6-19.8 26.0 88 1276 

Code Size Inside 
Diameter

Outside 
Diameter

Working 
Pressure

Bursting 
Pressure

Bend 
Radius

Weight Length Ferrule & Fitting Code

#

352 5104 127 0.692 45-55 ××××1-××-12 00018-12
SNP-R7D16 R7D-16 25.4 1" 25.0-26.4 32.0 70 1015 280 4060 203 0.844 45-55 ××××1-××-16 00018-16
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SAE 100R8 (Two textile braided Thermoplastic Hydraulic hose  ) 

CONSTRUCTION: 
Tube: PA (polyamide).
Reinforcement: Two layer of textile braid.
Cover: PU (polyurethane), black.
TEMPERATURE: 
• -40°C to +100°C (intermittent 110°C).
APPLICATION:
Mineral and biological oils, water-glycol based, water, lubricants. 
MSHA and ISO9001:2015 and GOST and SGS Approved.

SAE 100R8S (Two steel wire braided Thermoplastic Hydraulic hose ) 

CONSTRUCTION: 
Tube: PA (polyamide).
Reinforcement: Two layer of steel wire braid.
Cover: PU (polyurethane), black.
TEMPERATURE: 
• -40°C to +100°C (intermittent 110°C).
APPLICATION:
Mineral and biological oils, water-glycol based, water, lubricants. 
MSHA and ISO9001:2015 and GOST and SGS Approved.

SAE 100R8N-Non-Conductive (Two textile braided Thermoplastic Hydraulic hose ) 

CONSTRUCTION: 
Tube: PA (polyamide).
Reinforcement: Two layer of textile braid.
Cover: PU (polyurethane), Orange non-conductive 
TEMPERATURE: 
• -40°C to +100°C (intermittent 110°C).
APPLICATION:
Mineral and biological oils, water-glycol based, water, lubricants. 
MSHA and ISO9001:2015 and GOST and SGS Approved

SAE 100R8D-Double Line (Two textile braided Thermoplastic Hydraulic hose  ) 

CONSTRUCTION: 
Tube: PA (polyamide).
Reinforcement: Two layer of textile braid.
Cover: PU (polyurethane), black.
TEMPERATURE: 
• -40°C to +100°C (intermittent 110°C).
APPLICATION:
Mineral and biological oils, water-glycol based, water, lubricants. 
MSHA and ISO9001:2015 and GOST and SGS Approved

HYDRAULIC 
HOSE
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HOSE
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FITTING 

HYDRAULIC 
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FITTING

CLAMP & 
COUPLER
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FITTING 

HYDRAULIC 
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HYDRAULIC 
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Dash mm Inch mm mm bar psi bar psi mm kgs/m m Codigo Codigo
SNP-R8C02 R8C-02 3.2 1/8" 3.4-3.6 10.2 354 5133 1416 20532 20 0.09 90-110 ××××1-××-02 00018-02
SNP-R8C03 R8C-03 4.8 3/16" 4.6-5.4 13.1 345 5003 1380 20010 40 0.120 90-110 ××××1-××-03 00018-03
SNP-R8C04 R8C-04 6.4 1/4" 6.2-7.0 15.9 345 5003 1380 20010 50 0.160 90-110 ××××1-××-04 00018-04
SNP-R8C05 R8C-05 7.9 5/16" 7.7-8.5 17.0 300 4350 1200 17400 65 0.175 90-110 ××××1-××-05 00018-05
SNP-R8C06 R8C-06 9.5 3/8" 9.3-10.1 19.0 276 4002 1104 16008 75 0.190 90-110 ××××1-××-06 00018-06
SNP-R8C08 R8C-08 12.7 1/2" 12.3-13.5 22.7 240 3480 960 13920 102 0.300 90-110 ××××1-××-08 00018-08
SNP-R8C10 R8C-10 15.9 5/8" 15.5-16.7 25.0 185 2683 740 10730 150 0.360 45-55 ××××1-××-10 00018-10
SNP-R8C12 R8C-12 19.1 3/4" 18.6-19.8 29.0

Code Size Inside 
Diameter

Outside 
Diameter

Working 
Pressure

Bursting 
Pressure

Bend 
Radius

Weight Length Ferrule & Fitting Code

#

 135 1958 540 7830 180 0.370 45-55 ××××1-××-12 00018-12
SNP-R8C16 R8C-16 25.4 1" 25.0-26.4 34.0 100 1450 400 5800 230 0.490 45-55 ××××1-××-16 00018-16

Code Size Inside 
Diameter

Outside 
Diameter

Working 
Pressure

Bursting 
Pressure

Bend 
Radius

Weight Length Ferrule & Fitting Code

# Dash mm Inch mm mm bar psi bar psi mm kgs/m m Codigo Codigo
SNP-R8S04 R8S-04 6.4 1/4" 6.2-7.0 13.3 350 5075 1400 20300 40 0.290 90-110 ××××1-××-04 00018-04
SNP-R8S05 R8S-05 7.9 5/16" 7.7-8.5 15.0 325 4713 1300 18850 50 0.340 90-110 ××××1-××-05 00018-05
SNP-R8S06 R8S-06 9.5 3/8" 9.3-10.1 17.0 290 4205 1160 16820 70 0.400 90-110 ××××1-××-06 00018-06
SNP-R8S08 R8S-08 12.7 1/2" 12.3-13.5 20.0 260 3770 1040 15080 80 0.560 90-110 ××××1-××-08 00018-08
SNP-R8S10 R8S-10 15.9 5/8" 15.5-16.7 23.3 200 2900 800 11600 130 0.630 45-55 ××××1-××-10 00018-10
SNP-R8S12 R8S-12 19.1 3/4" 18.6-19.8 26.0 175 2538 700 10150 160 0.750 45-55 ××××1-××-12 00018-12
SNP-R8S16 R8S-16 25.4 1" 25.0-26.4 33.0 120 1740 480 6960 220 1.000 45-55 ××××1-××-16 00018-16

Dash mm Inch mm mm bar psi bar psi mm kgs/m m Codigo Codigo
SNP-R8N02 R8N-02 3.2 1/8" 3.4-3.6 10.2 354 5133 1416 20532 20 0.09 90-110 ××××1-××-02 00018-02
SNP-R8N03 R8N-03 4.8 3/16" 4.6-5.4 13.1 345 5003 1380 20010 40 0.120 90-110 ××××1-××-03 00018-03
SNP-R8N04 R8N-04 6.4 1/4" 6.2-7.0 15.9 345 5003 1380 20010 50 0.160 90-110 ××××1-××-04 00018-04
SNP-R8N05 R8N-05 7.9 5/16" 7.7-8.5 17.0 300 4350 1200 17400 65 0.175 90-110 ××××1-××-05 00018-05
SNP-R8N06 R8N-06 9.5 3/8" 9.3-10.1 19.0 276 4002 1104 16008 75 0.190 90-110 ××××1-××-06 00018-06
SNP-R8N08 R8N-08 12.7 1/2" 12.3-13.5 22.7 240 3480 960 13920 102 0.300 90-110 ××××1-××-08 00018-08
SNP-R8N10 R8N-10 15.9 5/8" 15.5-16.7 25.0 185 2683 740 10730 150 0.360 45-55 ××××1-××-10 00018-10
SNP-R8N12 R8N-12 19.1 3/4" 18.6-19.8 29.0

Code Size Inside 
Diameter

Outside 
Diameter

Working 
Pressure

Bursting 
Pressure

Bend 
Radius

Weight Length Ferrule & Fitting Code

#

 135 1958 540 7830 180 0.370 45-55 ××××1-××-12 00018-12
SNP-R8N16 R8N-16 25.4 1" 25.0-26.4 34.0 100 1450 400 5800 230 0.490 45-55 ××××1-××-16 00018-16

Dash mm Inch mm mm bar psi bar psi mm kgs/m m Codigo Codigo
SNP-R8D02 R8D-02 3.2 1/8" 3.4-3.6 10.2 354 5133 1416 20532 20 0.18 90-110 ××××1-××-02 00018-02
SNP-R8D03 R8D-03 4.8 3/16" 4.6-5.4 13.1 345 5003 1380 20010 40 0.240 90-110 ××××1-××-03 00018-03
SNP-R8D04 R8D-04 6.4 1/4" 6.2-7.0 15.9 345 5003 1380 20010 50 0.320 90-110 ××××1-××-04 00018-04
SNP-R8D05 R8D-05 7.9 5/16" 7.7-8.5 17.0 300 4350 1200 17400 65 0.350 90-110 ××××1-××-05 00018-05
SNP-R8D06 R8D-06 9.5 3/8" 9.3-10.1 19.0 276 4002 1104 16008 75 0.380 90-110 ××××1-××-06 00018-06
SNP-R8D08 R8D-08 12.7 1/2" 12.3-13.5 22.7 240 3480 960 13920 102 0.600 90-110 ××××1-××-08 00018-08
SNP-R8D10 R8D-10 15.9 5/8" 15.5-16.7 25.0 185 2683 740 10730 150 0.720 45-55 ××××1-××-10 00018-10
SNP-R8D12 R8D-12 19.1 3/4" 18.6-19.8 29.0

Code Size Inside 
Diameter

Outside 
Diameter

Working 
Pressure

Bursting 
Pressure

Bend 
Radius

Weight Length Ferrule & Fitting Code

#

 135 1958 540 7830 180 0.740 45-55 ××××1-××-12 00018-12
SNP-R8D16 R8D-16 25.4 1" 25.0-26.4 34.0 100 1450 400 5800 230 0.980 45-55 ××××1-××-16 00018-16
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SAE 100R14

PTFE HOSE

(Stainless steel braided PTFE Hydraulic hose ) 

CONSTRUCTION: 
Tube: PTFE (polytetrafluoroethylene). 
Cover: Single braid of AISI #304 series stainless steel wire
TEMPERATURE: 
• -55 °C to +210 °C (intermittent 260 °C).
APPLICATION:
PTFE hose has excellent temperature characteristics in both high and 
low temperatures, excellent chemical resistance, non-contamination 
properties, low coefficient of friction and resists deterioration. 
Therefore, the hose is generally used in applications where all or 
one of the above properties is the main criterion. 

SAE 100R14C (Stainless steel braided PTFE Hydraulic hose ) 

CONSTRUCTION: 
Tube: PTFE (polytetrafluoroethylene), Corrugated tube. 
Cover: Single braid of AISI #304 series stainless steel wire
TEMPERATURE: 
• -55 °C to +210 °C (intermittent 260 °C).
APPLICATION:
PTFE hose has excellent temperature characteristics in both high and 
low temperatures, excellent chemical resistance, non-contamination 
properties, low coefficient of friction and resists deterioration. 
Therefore, the hose is generally used in applications where all or one 
of the above properties is the main criterion. 

PRESSURE JET WASHING HOSE 1W

JET WASHING HOSE

(One steel wire braided pressure jet washing hose  ) 

CONSTRUCTION: 
Tube: High-strength synthetic rubber.
Reinforcement: One layers of high-strength steel wire mesh.
Cover: Anti-abrasive synthetic rubber, resistant to oils, fuels and 
atmospheric conditions, Black,blue, yellow, red, grey.
TEMPERATURE: 
• -40 °C to +120 °C (intermittently at 135 °C)
APPLICATION:
Pressure washing industrial . MSHA and ISO9001:2015 and GOST 
and SGS Approved

PRESSURE JET WASHING HOSE 2W (Two steel wire braided pressure jet washing hose   ) 

CONSTRUCTION: 
Tube: High-strength synthetic rubber.
Reinforcement: Two layers of high-strength steel wire mesh.
Cover: Anti-abrasive synthetic rubber, resistant to oils, fuels and 
atmospheric conditions, Black,blue, yellow, red, grey.
TEMPERATURE: 
• -40°C to +100°C (intermittent 135°C).
APPLICATION:
Mineral and biological oils, water-glycol based, water, lubricants. 
MSHA and ISO9001:2015 and GOST and SGS Approved
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Dash mm Inch mm mm bar psi bar psi mm mm m Codigo Codigo
SNP-R1401 R14-01 3.2 1/8" 3.0-3.4 5.8-6.2 280 4060 840 12180 40 1.000 90-110 ××××1-××-02 00TFO-02
SNP-R1402 R14-02 4.8 3/16" 4.6-5.0 7.6-8.2 233 3379 699 10135.5 50 1.000 90-110 ××××1-××-03 00TFO-03
SNP-R1403 R14-03 6.4 1/4" 6.1-6.5 9.1-9.7 210 3045 630 9135 75 1.000 90-110 ××××1-××-04 00TFO-04
SNP-R1404 R14-04 7.9 5/16" 7.9-8.3 10.9-11.5 187 2712 561 8134.5 100 1.000 90-110 ××××1-××-05 00TFO-05
SNP-R1405 R14-05 9.5 3/8" 9.5-10 12.6-13.2 163 2364 489 7090.5 125 1.000 90-110 ××××1-××-06 00TFO-06
SNP-R1406 R14-06 10.5 13/32" 10.0-10.5 12.9-13.5 150 2175 450 6525 165 1.000 90-110 ××××1-××-08 00TFO-08
SNP-R1407 R14-07 12.7 1/2" 12.7-13.2 15.6-16.2 140 2030 420 6090 165 1.000 90-110 ××××1-××-08 00TFO-08
SNP-R1408 R14

Code Size Inside 
Diameter

Outside 
Diameter

Working 
Pressure

Bursting 
Pressure

Bend 
Radius

EsWeight
r de pared

Length Ferrule & Fitting Code

#

-08 15.9 5/8" 15.8-16.3 18.9-19.5 117 1697 351 5089.5 200 1.000 45-55 ××××1-××-10 00TFO-10
SNP-R1409 R14-09 19.1 3/4" 18.8-19.3 22.9-23.5 93 1349 279 4045.5 230 1.500 45-55 ××××1-××-12 00TFO-12
SNP-R1410 R14-10 22.0 7/8" 21.8-22.3 26.2-26.8 82 1189 246 3567 260 1.500 45-55 ××××1-××-16 00TFO-16
SNP-R1411 R14-11 25.4 1" 24.8-25.3 28.9-29.5 58 841 174 2523 300 1.500 45-55 ××××1-××-20 00TFO-20

Dash mm Inch mm mm bar psi bar psi mm mm m Codigo Codigo
SNP-R14C01 R14C-01 3.2 1/8" 3.0-3.8 6.3-7.9 183 2654 550 7975 24 1.000 45-110 ××××1-××-02 00TFO-02
SNP-R14C02 R14C-02 4.8 3/16" 5.0-5.6 10.2-11.0 170 2465 510 7395 28 1.000 45-110 ××××1-××-03 00TFO-03
SNP-R14C03 R14C-03 6.4 1/4" 6.1-6.8 12.3-12.9 140 2030 420 6090 32 1.000 45-110 ××××1-××-04 00TFO-04
SNP-R14C04 R14C-04 7.9 5/16" 7.8-8.5 12.5-13.3 133 1929 400 5800 36 1.000 45-110 ××××1-××-05 00TFO-05
SNP-R14C05 R14C-05 9.5 3/8" 9.1-10.2 14.0-14.9 127 1842 380 5510 59 1.250 45-110 ××××1-××-06 00TFO-06
SNP-R14C07 R14C-07 12.7 1/2" 13.5-14.5 18.2-19.1 110 1595 330 4785 80 1.250 45-110 ××××1-××-08 00TFO-08
SNP-R14C08 R14C-08 15.9 5/8" 15.8-17 24.2-25.5 73 1059 220 3190 92 1.500 45-110 ××××1-××-08

Code Size Inside 
Diameter

Outside 
Diameter

Working 
Pressure

Bursting 
Pressure

Bend 
Radius

EsWeight
r de pared

Length Ferrule & Fitting Code

#

00TFO-08
SNP-R14C09 R14C-09 19.1 3/4" 19.0-20.2 27.8-28.5 67 972 200 2900 105 1.500 45-110 ××××1-××-10 00TFO-10
SNP-R14C10 R14C-10 22.0 7/8" 22.0-23.2 30.3-31.5 58 841 175 2538 120 1.500 45-110 ××××1-××-12 00TFO-12
SNP-R14C11 R14C-11 25.4 1" 25.8-26.9 34.3-35.5 50 725 150 2175 135 2.000 45-110 ××××1-××-16 00TFO-16
SNP-R14C12 R14C-12 22.0 1-1/4" 38.5-39.9 49.8-50.5 27 392 80 1160 135 2.000 45-110 ××××1-××-20 00TFO-20
SNP-R14C13 R14C-13 25.4 1-1/2" 49.5-50.8 62.0-63.5 19 276 55 798 165 2.000 45-110 ××××1-××-24 00TFO-24

Dash mm Inch mm mm bar psi bar psi mm kgs/m m Codigo Codigo
SNP-1W04 1W-04 6.4 1/4" 6.2-7.0 13.2 MAX . 250 3625 1000 14500 50 0.190 50/100 ××××1-××-04 00110-04
SNP-1W05 1W-05 7.9 5/16" 7.7-8.5 15.0 MAX . 220 3190 880 12760 55 0.200 50/100 ××××1-××-05 00110-05
SNP-1W06 1W-06 9.5 3/8" 9.3-10.1 17.0 MAX . 220 3190 880 12760 65 0.260 50/100 ××××1-××-06 00110-06
SNP-1W08 1W-08 12.7 1/2" 12.3-13.5 21.1 MAX . 220 3190 880 12760 90 0.380 50/100 ××××1-××-08 00110-08
SNP-1W10 1W-10 15.9 5/8" 15.5-16.7 24.5 MAX . 130 1885 520 7540 200 0.581 50/100 ××××1-××-10 00110-10
SNP-1W12 1W-12 19.1 3/4" 18.6-19.8 28.5 MAX . 105 1523 420 6090 240 0.690 50/100 ××××1-××-12 00110-12
SNP-1W16 1W-16 25.4 1" 25.0-26.4 36.6 MAX . 88 1276 352 5104 300 0.830 50/100 ××××1-××-16 00110-16
SNP-1W20 1W

Code Size Inside 
Diameter

Outside 
Diameter

Working 
Pressure

Bursting 
Pressure

Bend 
Radius

Weight Length Ferrule & Fitting Code

#

-20 31.8 1.1/4" 31.4-33.0 44.8 MAX . 63 914 252 3654 420 1.325 20/40 ××××1-××-20 00110-20
SNP-1W24 1W-24 38.1 1.1/2" 37.7-39.3 52.1 MAX . 50 725 200 2900 500 1.500 20/40 ××××1-××-24 00110-24
SNP-1W32 1W-32 50.8 2" 50.4-52.0 65.5 MAX . 40 580 160 2320 630 1.875 20/40 ××××1-××-32 00110-32

Dash mm Inch mm mm bar psi bar psi mm kgs/m m Codigo Codigo
SNP-2W04 2W-04 6.4 1/4" 6.2-7.0 15.7 MAX . 400 5800 1600 23200 100 0.372 50/100 ××××1-××-04 00210-04
SNP-2W05 2W-05 7.9 5/16" 7.7-8.5 17.3 MAX . 350 5075 1400 20300 115 0.430 50/100 ××××1-××-05 00210-05
SNP-2W06 2W-06 9.5 3/8" 9.3-10.1 19.7 MAX . 330 4785 1320 19140 130 0.560 50/100 ××××1-××-06 00210-06
SNP-2W08 2W-08 12.7 1/2" 12.3-13.5 23.0 MAX . 275 3988 1100 15950 180 0.640 50/100 ××××1-××-08 00210-08
SNP-2W10 2W-10 15.9 5/8" 15.5-16.7 26.2 MAX . 250 3625 1000 14500 200 0.732 50/100 ××××1-××-10 00210-10
SNP-2W12 2W-12 19.1 3/4" 18.6-19.8 30.1 MAX . 215 3118 860 12470 240 0.930 50/100 ××××1-××-12 00210-12
SNP-2W16 2W-16 25.4 1" 25.0-26.4 38.9 MAX . 165 2393 660 9570 300 1.360 50/100 ××××1-××-16 00210-16
SNP-2W20 2W

Code Size Inside 
Diameter

Outside 
Diameter

Working 
Pressure

Bursting 
Pressure

Bend 
Radius

Weight Length Ferrule & Fitting Code

#

-20 31.8 1.1/4" 31.4-33.0 49.5 MAX . 125 1813 500 7250 420 1.850 20/40 ××××1-××-20 00210-20
SNP-2W24 2W-24 38.1 1.1/2" 37.7-39.3 55.9 MAX . 90 1305 360 5220 500 2.300 20/40 ××××1-××-24 00210-24
SNP-2W32 2W-32 50.8 2" 50.4-52.0 68.6 MAX . 80 1160 320 4640 630 2.650 20/40 ××××1-××-32 00210-32
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PRESSURE JET WASHING HOSE 1WH (One steel wire braided pressure jet washing hose  ) 

CONSTRUCTION: 
Tube: High-strength synthetic rubber.
Reinforcement: One layers of high-strength steel wire mesh.
Cover: Anti-abrasive synthetic rubber, resistant to oils, fuels and 
atmospheric conditions, Black,blue, yellow, red, grey
TEMPERATURE: 
• -40 °C to +135 °C (intermittently at 155 °C)
APPLICATION:
Pressure washing industrial . MSHA and ISO9001:2015 and GOST and 
SGS Approved

PRESSURE JET WASHING HOSE 2WH (Two steel wire braided pressure jet washing hose  ) 

CONSTRUCTION: 
Tube: High-strength synthetic rubber.
Reinforcement: Two layers of high-strength steel wire mesh.
Cover: Anti-abrasive synthetic rubber, resistant to oils, fuels and 
atmospheric conditions, Black,blue, yellow, red, grey.
TEMPERATURE: 
• -40 °C to +135 °C (intermittently at 155 °C)
APPLICATION:
Pressure washing industrial . MSHA and ISO9001:2015 and GOST 
and SGS Approved

HYDRAULIC 
HOSE

INDUSTRIAL 
HOSE

AUTOMATIC 
HOSE

HYDRAULIC 
FITTING 

HYDRAULIC 
ADAPTER

QUICK 
COUPLING

PNEUMATIC 
FITTING

CLAMP & 
COUPLER

HOSE
MACHINE

Dash mm Inch mm mm bar psi bar psi mm kgs/m m Codigo Codigo
SNP-1WH04 1W-04 6.4 1/4" 6.2-7.0 13.2 MAX . 250 3625 1000 14500 50 0.190 50/100 ××××1-××-04 00110-04
SNP-1WH05 1W-05 7.9 5/16" 7.7-8.5 15.0 MAX . 220 3190 880 12760 55 0.200 50/100 ××××1-××-05 00110-05
SNP-1WH06 1W-06 9.5 3/8" 9.3-10.1 17.0 MAX . 220 3190 880 12760 65 0.260 50/100 ××××1-××-06 00110-06
SNP-1WH08 1W-08 12.7 1/2" 12.3-13.5 21.1 MAX . 220 3190 880 12760 90 0.380 50/100 ××××1-××-08 00110-08
SNP-1WH10 1W-10 15.9 5/8" 15.5-16.7 24.5 MAX . 130 1885 520 7540 200 0.581 50/100 ××××1-××-10 00110-10
SNP-1WH12 1W-12 19.1 3/4" 18.6-19.8 28.5 MAX . 105 1523 420 6090 240 0.690 50/100 ××××1-××-12 00110-12
SNP-1WH16 1W-16 25.4 1" 25.0-26.4 36.6 MAX . 88 1276 352 5104 300 0.830 50/100 ××××1-××-16 00110-16
SNP-1WH20 1W

Code Size Inside 
Diameter

Outside 
Diameter

Working 
Pressure

Bursting 
Pressure

Bend 
Radius

Weight Length Ferrule & Fitting Code

#

-20 31.8 1.1/4" 31.4-33.0 44.8 MAX . 63 914 252 3654 420 1.325 20/40 ××××1-××-20 00110-20
SNP-1WH24 1W-24 38.1 1.1/2" 37.7-39.3 52.1 MAX . 50 725 200 2900 500 1.500 20/40 ××××1-××-24 00110-24
SNP-1WH32 1W-32 50.8 2" 50.4-52.0 65.5 MAX . 40 580 160 2320 630 1.875 20/40 ××××1-××-32 00110-32

Dash mm Inch mm mm bar psi bar psi mm kgs/m m Codigo Codigo
SNP-2WH04 2W-04 6.4 1/4" 6.2-7.0 15.7 MAX . 400 5800 1600 23200 100 0.372 50/100 ××××1-××-04 00210-04
SNP-2WH05 2W-05 7.9 5/16" 7.7-8.5 17.3 MAX . 350 5075 1400 20300 115 0.430 50/100 ××××1-××-05 00210-05
SNP-2WH06 2W-06 9.5 3/8" 9.3-10.1 19.7 MAX . 330 4785 1320 19140 130 0.560 50/100 ××××1-××-06 00210-06
SNP-2WH08 2W-08 12.7 1/2" 12.3-13.5 23.0 MAX . 275 3988 1100 15950 180 0.640 50/100 ××××1-××-08 00210-08
SNP-2WH10 2W-10 15.9 5/8" 15.5-16.7 26.2 MAX . 250 3625 1000 14500 200 0.732 50/100 ××××1-××-10 00210-10
SNP-2WH12 2W-12 19.1 3/4" 18.6-19.8 30.1 MAX . 215 3118 860 12470 240 0.930 50/100 ××××1-××-12 00210-12
SNP-2WH16 2W-16 25.4 1" 25.0-26.4 38.9 MAX . 165 2393 660 9570 300 1.360 50/100 ××××1-××-16 00210-16
SNP-2WH20 2W

Code Size Inside 
Diameter

Outside 
Diameter

Working 
Pressure

Bursting 
Pressure

Bend 
Radius

Weight Length Ferrule & Fitting Code

#

-20 31.8 1.1/4" 31.4-33.0 49.5 MAX . 125 1813 500 7250 420 1.850 50/100 ××××1-××-20 00210-20
SNP-2WH24 2W-24 38.1 1.1/2" 37.7-39.3 55.9 MAX . 90 1305 360 5220 500 2.300 50/100 ××××1-××-24 00210-24
SNP-2WH32 2W-32 50.8 2" 50.4-52.0 68.6 MAX . 80 1160 320 4640 630 2.650 50/100 ××××1-××-32 00210-32
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AIR/WATER HOSE (Smooth surface) 

CONSTRUCTION: 
Tube: NR & SBR synthetic rubber, black color. 
Reinforcement:1ply or 2ply high tensile polyester thread braiding
Cover: NR & SBR synthetic rubber,smooth or wrapped surface, black
yellow,red available 
TEMPERATURE: 
• -30°C to +80°C
APPLICATION:
Mainly used for conveying of air, inert gas and water in mining, 
construction, engineering, shipbuilding, steel production etc.

AIR/WATER HOSE (Wrapped surface) 

CONSTRUCTION: 
Tube: NR & SBR synthetic rubber, black color. 
Reinforcement:1ply or 2ply high tensile polyester thread braiding
Cover: NR & SBR synthetic rubber,smooth or wrapped surface, black,
yellow,red available 
TEMPERATURE: 
• -30°C to +80°C
APPLICATION:
Mainly used for conveying of air, inert gas and water in mining, 
construction, engineering, shipbuilding, steel production etc.

MULTIPURPOSE HOSE (Smooth surface ) 

CONSTRUCTION: 
Tube: NR & SBR synthetic rubber, black color. 
Reinforcement:1ply or 2ply high tensile polyester thread braiding
Cover: NR & SBR synthetic rubber,smooth or wrapped surface, black,
yellow,red available 
TEMPERATURE: 
• -30°C to +80°C
APPLICATION:
For air, oil and medium grade fuels used in construction, shipyards, 
mining and agriculture.

TPR HOSE (Rubber & PVC mixed multipurpose hose 300spi ) 

CONSTRUCTION: 
Tube: TPR
Reinforcement:1ply or 2ply high tensile polyester thread braiding
Cover: TPR mate black with red line
TEMPERATURE: 
•  -30°C to +80°C
APPLICATION:
For air, oil and medium grade fuels used in construction, shipyards, 
mining and agriculture.
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Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Weight Length

# Inch mm mm bar psi bar psi kgs/m m
AHS-005 3/16" 4.8 12.0 20 300 60 900 \ 100 
AHS-006 1/4" 6.4 13.0 20 300 60 900 0.167 100 
AHS-008 5/16" 7.9 15.0 20 300 60 900 0.220 100 
AHS-010 3/8" 9.5 17.0 20 300 60 900 0.270 100 
AHS-012 1/2" 12.7 23.0 20 300 60 900 0.370 100 
AHS-016 5/8" 15.8 25.5 20 300 60 900 0.500 100 
AHS-019 3/4" 19.1 30.0 20 300 60 900 0.650 100 
AHS-025 1" 25.4 37.0 20 300 60 900 0.850 50 
AHS-032 1-1/4" 31.8 46.0 20 300 60 900 \ 50 

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Weight Length

# Inch mm mm bar psi bar psi kgs/m m
AHW-005 3/16" 4.8 12.0 20 300 60 900 \ 100 
AHW-006 1/4" 6.4 13.0 20 300 60 900 0.167 100 
AHW-008 5/16" 7.9 15.0 20 300 60 900 0.220 100 
AHW-010 3/8" 9.5 17.0 20 300 60 900 0.270 100 
AHW-012 1/2" 12.7 23.0 20 300 60 900 0.370 100 
AHW-016 5/8" 15.8 25.5 20 300 60 900 0.500 100 
AHW-019 3/4" 19.1 30.0 20 300 60 900 0.650 100 
AHW-025 1" 25.4 37.0 20 300 60 900 0.850 50 
AHW-032 1-1/4" 31.8 46.0 20 300 60 900 \ 50 

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Weight Length

# Inch mm mm bar psi bar psi kgs/m m
MPH-005 3/16" 4.8 12.0 20 300 60 900 \ 100 
MPH-006 1/4" 6.4 13.0 20 300 60 900 0.167 100 
MPH-008 5/16" 7.9 15.0 20 300 60 900 0.220 100 
MPH-010 3/8" 9.5 17.0 20 300 60 900 0.270 100 
MPH-012 1/2" 12.7 23.0 20 300 60 900 0.370 100 
MPH-016 5/8" 15.8 25.5 20 300 60 900 0.500 100 
MPH-019 3/4" 19.1 30.0 20 300 60 900 0.650 100 
MPH-025 1" 25.4 37.0 20 300 60 900 0.850 50 
MPH-032 1-1/4" 31.8 46.0 20 300 60 900 \ 50 

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Weight Length

# Inch mm mm bar psi bar psi kgs/m m
TPRH-006 1/4" 6 12.0 20 300 60 900 0.120 100 
TPRH-008 5/16" 8 15.0 20 300 60 900 0.178 100 
TPRH-010 3/8" 10 17.0 20 300 60 900 0.209 100 
TPRH-012 1/2" 13 22.0 20 300 60 900 0.348 100 
TPRH-016 5/8" 16 25.0 20 300 60 900 0.408 100 
TPRH-019 3/4" 19 28.0 20 300 60 900 0.468 100 
TPRH-025 1" 25 35.0 20 300 60 900 0.664 50 
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AIR HOSE 400psi (Wrapped surface) 

CONSTRUCTION: 
Tube: NR & SBR synthetic rubber.
Reinforcement:1ply or 2ply high tensile polyester thread braiding.
Cover: NR & SBR synthetic abrasion resistant rubber 
TEMPERATURE: 
• -30°C to +80°C
APPLICATION:
For air, oil and medium grade fuels used in construction, shipyards, 
mining and agriculture.

AIR HOSE 600psi (Wrapped surface) 

CONSTRUCTION: 
Tube: NR & SBR synthetic rubber.
Reinforcement:High tensile steel wire braiding or spiral. 
Cover: NR & SBR synthetic abrasion resistant rubber 
TEMPERATURE: 
• -30°C to +80°C
APPLICATION:
For heavy duty air supply where high temperature is required. For use 
with high-temperature compressors without an after-cooler, mining, 
quarries, construction, industrial air placement, sand blasting and 
heavy duty equipment.

HOT AIR BLOWER HOSE 

CONSTRUCTION: 
Tube: Black EPDM
Reinforcement: Multiple plies of polyester tire cord with wire helix 
Cover: Black heat resistant EPDM rubber
TEMPERATURE: 
• -35°C to +149°C, (+177°C) on an intermittent basis. Not for steam 
service. 
APPLICATION:
Hot Air Blower flexible lightweight hose designed for transferring hot 
air to tanks on dry bulk material trucks.

JACKHAMMER HOSE 

CONSTRUCTION: 
Tube: NR & SBR synthetic rubber, black color. 
Reinforcement:1ply or 2ply high tensile polyester thread braiding 
Cover: NR & SBR synthetic rubber,smooth or wrapped surface, black,
yellow,red available 
TEMPERATURE: 
•   -30°C to +80°C
APPLICATION:
For jackhammer applications kits.
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Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Length

#
CAH4-005
CAH4-006
CAH4-008

Inch mm mm bar psi bar psi m
3/16" 4.8 12 28 400 84 1200 100 
1/4" 6.4 13 28 400 84 1200 100 
5/16" 7.9 15 28 400 84 1200 100 

CAH4-010 3/8" 9.5 17.0 28 400 84 1200 100 
CAH4-012 1/2" 12.7 23.0 28 400 84 1200 100 
CAH4-019 3/4" 19.1 30.0 28 400 84 1200 100 
CAH4-025 1" 25.4 37.0 28 400 84 1200 100 
CAH4-032 1-1/4" 31.8 46.0 28 400 84 1200 60 
CAH4-038 1-1/2" 38.1 52.0 28 400 84 1200 60 
CAH4-050 2" 50.8 68.0 28 400 84 1200 60 

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Length

#
CAH6-012
CAH6-019
CAH6-025

Inch mm mm bar psi bar psi m
1/2" 12.7 423.0 2 600 126 1800 30.5 
3/4" 19.1 430.0 2 600 126 1800 30.5 
1" 25.4 437.0 2 600 126 1800 30.5 

CAH6-032 1- 1/4" 31.8 46.0 42 600 126 1800 30.5 
CAH6-038 1- 1/2" 38.1 52.0 42 600 126 1800 30.5 
CAH6-050 2" 50.8 68.0 42 600 126 1800 30.5 
CAH6-064 2- 1/2" 63.5 80.0 42 600 126 1800 30.5 
CAH6-076 3" 76.2 92.0 42 600 126 1800 30.5 
CAH6- 102 4" 101.6 123.0 42 600 126 1800 30.5 
CAH6- 152 6" 152 175.0 42 600 126 1800 30.5 

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Length

#
HABH038
HABH050
HABH064

Inch mm mm bar psi bar psi m
1-1/2" 138 50.0 0 150 30 450 61.0 

2" 50.8 164.0 0 150 30 450 61.0 
2-1/2" 17664 .0 0 150 30 450 61.0 

HABH076 3" 91.76.2 0 10 150 30 450 61.0 
HABH089 3-1/2" 89 104.0 7 100 21 300 61.0 
HABH102 4" 120.102 0 5 75 15 225 61.0 
HABH127 5" 127 144.0 5 75 15 225 61.0 
HABH152 6" 152 170.0 5 75 15 225 30.5 

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Length

#
JAH-019
JAH-025

Inch mm mm bar psi bar psi m
3/4" 19.1 29 20 300 60 900 100 
1" 25.4 36 20 300 60 900 100 
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WATER DELIVERY HOSE 150psi

 
• -40°C to +70°C.
APPLICATION:
Designed for water and non-corrosive fluids used and light duty 

CONSTRUCTION: 
Tube:Black,smooth,NR,SBR rubber compound. 
Reinforcement:Multi plies high strength synthetic fibre 
Cover:Black,corrugated or wrappedcloth impression,SBR rubber compound
TEMPERATURE:

industrial applications.

WATER SUCTION & DISCHARGE HOSE 150psi
CONSTRUCTION: 
Tube:Black,smooth,NR,SBR rubber compound. 
Reinforcement:Multi plies High strength synthetic fibre and helix steel wire 

 
CoverBlack,corrugated or wrappedcloth impression,SBR rubber compound
TEMPERATURE:
•  -30°C to +80°C.
APPLICATION:
Designed for suction and discharge of water,and non-corrosive fluids used in 
construction,mines,and light duty industrial

WATER DELIVERY HOSE 300psi
CONSTRUCTION: 
Tube:Black,smooth,NR,SBR rubber compound. 
Reinforcement:Multi plies high strength synthetic fibre 
Cover:Black,smooth,cloth impression, SBR rubber compound
TEMPERATURE: 
•-40°C to +70°C.
APPLICATION:
Designed for water and non-corrosive fluids used in construction ,mines 
and heavy duty industrial.

WATER SUCTION & DISCHARGE HOSE 300psi
CONSTRUCTION: 
Tube:Black,smooth,NR,SBR rubber compound. 
Reinforcement:Multi plies High strength synthetic fibre and helix steel wire 
Cover:Black,corrugated or wrappedcloth impression,SBR rubber compound
TEMPERATURE: 
•  -30°C to +80°C.
APPLICATION:
Designed for suction and discharge of water,and non-corrosive fluids used in 
construction,mines,and heavy duty industrial
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Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Length

#
WDH1-019
WDH1-025
WDH1-032
WDH1-038
WDH1-045
WDH1-050
WDH1-063
WDH1-076
WDH1-089
WDH1-102
WDH1-127
WDH1-152
WDH1-203
WDH1-254
WDH1-305

Inch mm mm bar psi bar psi m ft
3/4" 19.1 29 10 150 30 450 100 300 
1" 25.4 35 10 150 30 450 100 300 

1-1/4" 31.8 42 10 150 30 450 60 180 
1-1/2" 38.1 48 10 150 30 450 60 180 
1-3/4" 45 59 10 150 30 450 60 180 

2" 50.8 62 10 150 30 450 60 180 
2-1/2" 63.5 76 10 150 30 450 60 180 

3" 76.2 89 10 150 30 450 60 180 
3-1/2" 88.9 103 10 150 30 450 60 180 

4" 101.6 116 10 150 30 450 60 180 
5" 127 142 10 150 30 450 30 90 
6" 152.4 167 10 150 30 450 30 90 
8" 203.2 219 10 150 30 450 30 90 
10" 254 274 10 150 30 450 12 36 
12" 304.8 322 10 150 30 450 12 36 

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Vacuum 
Pressure

Length

#
WSDH-019
WSDH-025
WSDH-032
WSDH-038
WSDH-050
WSDH-063
WSDH-076
WSDH-089
WSDH- 102
WSDH- 127
WSDH- 152
WSDH-203
WSDH-276
WSDH-326
WSDH-378

Inch mm mm bar psi bar psi bar m
3/4" 19.1 30 10 150 30 450 0.8 60 
1" 25.4 36 10 150 30 450 0.8 60 

1- 1/4" 31.8 44 10 150 30 450 0.8 60 
1- 1/2" 38.1 51 10 150 30 450 0.8 60 

2" 50.8 64 10 150 30 450 0.8 60 
2- 1/2" 63.5 77 10 150 30 450 0.8 60 

3" 76.2 90 10 150 30 450 0.8 60 
3- 1/2" 88.9 104 10 150 30 450 0.8 60 

4" 101.6 118 10 150 30 450 0.8 60 
5" 127 145 10 150 30 450 0.8 30 
6" 152.4 170 10 150 30 450 0.8 30 
8" 203.2 224 10 150 30 450 0.8 12 
10" 254 276 10 150 30 450 0.8 12 
12" 304 326 10 150 30 450 0.8 12 
14" 350 378 10 150 30 450 0.8 12 

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Length

#
WDH2-019
WDH2-025
WDH2-032
WDH2-038
WDH2-045
WDH2-050
WDH2-063
WDH2-076
WDH2-089
WDH2- 102
WDH2- 127
WDH2- 152
WDH2-203
WDH2-254
WDH2-304

Inch mm mm bar psi bar psi m ft
3/4" 19.1 29 20 300 60 900 100 300 
1" 25.4 36 20 300 60 900 100 300 

1- 1/4" 31.8 44 3020 0 60 900 60 180 
1- 1/2" 38.1 51 20 300 60 900 60 180 
1-3/4" 45 58.8 20 300 60 900 60 180 

2" 50.8 65 20 300 60 900 60 180 
2- 1/2" 63.5 78 20 300 60 900 60 180 

3" 76.2 91 20 300 60 900 60 180 
3- 1/2" 88.9 108 20 300 60 900 60 180 

4" 101.6 120 20 300 60 900 60 180 
5" 127 148 20 300 60 900 30 90 
6" 152.4 173 20 300 60 900 30 90 
8" 203.2 228 20 300 60 900 30 90 
10" 254 280 20 300 60 900 12 36 
12" 304.8 330 20 300 60 900 12 36 

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Vacuum 
Pressure

Length

#
WSH2-019
WSH2-025
WSH2-032
WSH2-038
WSH2-050
WSH2-063
WSH2-076
WSH2-089
WSH2- 102
WSH2- 127
WSH2- 152
WSH2-203
WSH2-254
WSH2-304

Inch mm mm bar psi bar psi bar m
3/4" 19.1 31 20 300 60 900 0.8 60 
1" 25.4 38 20 300 60 900 0.8 60 

1- 1/4" 31.8 47 20 300 60 900 0.8 60 
1- 1/2" 38.1 53 20 300 60 900 0.8 60 

2" 50.8 67 20 300 60 900 0.8 60 
2- 1/2" 63.5 82 20 300 60 900 0.8 60 

3" 76.2 94 20 300 60 900 0.8 60 
3- 1/2" 88.9 110 20 300 60 900 0.8 60 

4" 101.6 122 20 300 60 900 0.8 60 
5" 127 150 20 300 60 900 0.8 30 
6" 152.4 176 20 300 60 900 0.8 30 
8" 203.2 232 20 300 60 900 0.8 12 
10" 254 290 20 300 60 900 0.8 12 
12" 304 340 20 300 60 900 0.8 12 
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FURNACE DOOR HOSE non-conductive 

CONSTRUCTION: 
Tube: EPDM,white,smooth and non-conductive
Reinforcement: 2 ply synthetic fabric
Cover:Glass fibre ply impregnated with heat and flame resistant synthetic rubber
TEMPERATURE: 
•  -40°C to +130°C, the cover could resistant max. tem up to 302°C
APPLICATION:
The non-conductive furnace door hose is designed for conveying cooling water to 
furnace doors in steel mills,glass plants and similar operations.

WASHDOWN HOSE 

CONSTRUCTION: 
Tube :White heat resistant rubber compound EPDM
Reinforcement : two layers of synthetic yarns.
Cover: White cloth impression,rubber compound EPDM
TEMPERATURE: 
•   -32°C to +82°C
APPLICATION:
For general clean-up and hot water washdown service in dairies, meat packing 
houses, creameries, food processing bottling plants.The use of premium materials
gives longer service life under high temperature use. Not suitable for steam service

WATERBLAST HOSE

 

CONSTRUCTION: 
Tube: NR & SBR synthetic rubber, black color. 
Reinforcement::Multiple spiral technology
Cover: Oil and weather resistant synthetic rubber
TEMPERATURE:  -40°C to +100°C.
APPLICATION: Mainly used for conveying of air, inert gas and water in mining, construction, engineering, shipbuilding, s 

teel production etc.
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Code Inside Diameter Outside 
Diameter

Working Pressure Reinforcme
nt

Length

#
NCFD13
NCFD19
NCFD25
NCFD32
NCFD38
NCFD50

Inch mm mm bar psi ply m
1/2" 12.7 23 10 150 2 50 
3/4" 19.1 30 10 150 2 50 
1" 25.4 35 10 150 2 50 

1- 1/4" 31.8 45 10 150 4 50 
1- 1/2" 38.1 51 10 150 4 50 

2" 50.8 64 10 150 4 50 

Code Inside Diameter Outside 
Diameter

Working Pressure Length

#
WSD12
WSD13
WSD14
WSD15

Inch mm mm bar psi m
1/2" 12.7 23 10 150 50
5/8" 15.8 26 10 150 50
3/4" 19.1 29 10 150 50
1" 25.4 36 10 150 50

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Bend 
Radius

Weight

# Inch mm mm bar psi bar psi mm kgs/m
WBLH06 1/4" 6 14.7 84 1218 210 3045 130 0.250 
WBLH08 5/16" 8 18.7 74 1073 184 2668 150 0.360 
WBLH10 3/8" 10 24.4 88 1276 220 3190 200 1.020 
WBLH13 1/2" 13 34.0 84 1218 210 3045 300 1.900 
WBLH19 3/4" 19 25.0 84 1218 210 3045 300 1.900 

FUEL OIL HOSE  (Smooth surface)
CONSTRUCTION: 
Tube: NR & SBR synthetic rubber, black color. 
Reinforcement:1ply or 2ply high tensile polyester thread braiding
Cover: NR & SBR synthetic rubber,smooth or wrapped surface, black,yellow,red available 
TEMPERATURE: -32°C to +82°C.
APPLICATION:
Mainly used for conveying of air, inert gas and water in mining, construction, 
engineering, shipbuilding, steel production etc.

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Weight Length

# Inch mm mm bar psi bar psi kgs/m m
RFS-05 3/16" 5 12.0 20 300 60 900 \ 100 
RFS-06 1/4" 6 13.0 20 300 60 900 0.167 100 
RFS-08 5/16" 8 15.0 20 300 60 900 0.220 100 
RFS-10 3/8" 10 17.0 20 300 60 900 0.270 100 
RFS-13 1/2" 13 22.0 20 300 60 900 0.370 100 
RFS-16 5/8" 16 25.0 20 300 60 900 0.500 100 
RFS-19 3/4" 19 29.0 20 300 60 900 0.650 100 
RFS-25 1" 25 36.0 20 300 60 900 0.850 50 
RFS-32 1-1/4" 32 43.0 10 150 30 450 \ 50 
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TEXTILE COVER FUEL OIL HOSE  

CONSTRUCTION: 
Tube: Nitrile synthetic rubber.  
Cover: Textile brided layer. 
TEMPERATURE: -40°C to +100°C
APPLICATION:
It is applied to circulating diesel, bio-diesel, hydraulic oil, 
machinery oil and 
lubricating oil etc or the oil products.

STAINLESS STEEL BRAIDED COVER FUEL HOSE 

CONSTRUCTION: 
Tube: Nitrile synthetic rubber.  
Cover: Textile brided layer.  
TEMPERATURE:  -40°C to +100°C
APPLICATION:
It is applied to circulating diesel, bio-diesel, hydraulic oil, machinery oil and lubricating 
oil etc or the oil products.

FUEL DELIVERY HOSE 150 PSI  
CONSTRUCTION: 
Tube: NR & SBR synthetic rubber, black color. 
Reinforcement:Multi plies high strength synthetic fibre.
Cover:Black,corrugated or wrappedcloth impression,SBR rubber compound
TEMPERATURE:  -32°C to +82°C.
APPLICATION:
Soft-wall hose Designed for the discharge of petroleum-based products,
diesel, gasoline,lubricants,fuel,with aromatic content up to 50%.

FUEL SUCTION & DISCHARGE HOSE 150psi

TEMPERATURE: -32°C to +82°C.
APPLICATION:
Designed for suction and discharge of water,and non-corrosive fluids used in 

CONSTRUCTION: 
Tube:Black,smooth,NR,SBR rubber compound. 
Reinforcement:Multi plies High strength synthetic fibre and helix steel wire 
Cover:Black,corrugated or wrappedcloth impression,SBR rubber compound 

construction,mines,and heavy duty industrial
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Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Length

#
TCF032
TCF032
TCF041
TCF042
TCF050
TCF055
TCF061
TCF062
TCF070

mm mm bar psi bar psi m
3.2 7 10 150 30 450 100 
3.5 7.5 10 150 30 450 100 
4 8 10 150 30 450 100 
4 9 10 150 30 450 100 
5 10 10 150 30 450 100 

5.5 10.5 10 150 30 450 100 
6 11 10 150 30 450 100 
6 12 10 150 30 450 100 
7 12 10 150 30 450 100 

TCF075 7.5 12.5 10 150 30 450 100 
TCF080 8 15.0 10 150 30 450 100 
TCF100 10 17.0 10 150 30 450 100 
TCF120 12 18.0 10 150 30 450 100 
TCF140 14 22.0 10 150 30 450 100 
TCF160 16 23.0 10 150 30 450 100 
TCF180 18 26.0 10 150 30 450 100 
TCF190 19 27.0 10 150 30 450 100 
TCF250 25 33.0 10 150 30 450 100 

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Bend 
Radius

Length

#
SCF05
SCF08
SCF11
SCF14
SCF17
SCF22
SCF27

mm mm bar psi bar psi mm m
5.56 11.13 50.20 300 60 900 8 100 
8.73 13.89 20 300 60 63.900 5 100 
11.12 16.28 20 300 60 88.900 9 100 
14.27 20.24 20 300 60 101.900 6 100 
17.47 23.82 20 300 60 114.900 8 100 
22.22 29.36 20 300 60 139.900 7 100 
27.68 35.58 20 300 60 350.900 5 100 

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Length

#
ODH012
ODH016
ODH019
ODH022
ODH025
ODH032
ODH038
ODH050
ODH064

Inch mm mm bar psi bar psi m ft
1/2" 12.7 21 10 150 30 450 100 300 
5/8" 15.9 25 10 150 30 450 100 300 
3/4" 19.1 29 10 150 30 450 60 180 
7/8" 22.2 31 10 150 30 450 60 180 
1" 25.4 35 10 150 30 450 60 180 

1-1/4" 31.8 42 10 150 30 450 60 180 
1-1/2" 38.1 51 10 150 30 450 60 180 

2" 50.8 64 10 150 30 450 60 180 
2-1/2" 63.5 76 10 150 30 450 60 180 

ODH076 3" 76.2 89.0 10 150 30 450 60 180 
ODH089 3-1/2" 88.9 103.0 10 150 30 450 30 90 
ODH100 4" 101.6 116.0 10 150 30 450 30 90 
ODH125 5" 127 142.0 10 150 30 450 30 90 
ODH150 6" 152.4 167.0 10 150 30 450 12 36 
ODH200 8" 203.2 223.0 10 150 30 450 12 36 

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Vacuum 
Pressure

Length

#
OSDH019
OSDH025
OSDH032
OSDH038
OSDH050
OSDH064
OSDH076
OSDH089
OSDH100
OSDH125
OSDH150
OSDH200
OSDH254
OSDH300

Inch mm mm bar psi bar psi bar m
3/4" 19.1 31 10 150 30 450 0.8 61 
1" 25.4 37 10 150 30 450 0.8 61 

1- 1/4" 31.8 44 10 150 30 450 0.8 61 
1- 1/2" 38.1 51 10 150 30 450 0.8 61 

2" 50.8 64 10 150 30 450 0.8 61 
2- 1/2" 63.5 76 10 150 30 450 0.8 61 

3" 76.2 91 10 150 30 450 0.8 61 
3- 1/2" 88.9 107 10 150 30 450 0.8 61 

4" 101.6 120 10 150 30 450 0.8 61 
5" 127 147 10 150 30 450 0.8 31 
6" 152.4 172 10 150 30 450 0.8 31 
8" 203.2 229 10 150 30 450 0.8 31 
10" 254 282 10 150 30 450 0.8 12 
12" 304.8 329 10 150 30 450 0.8 12 
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FUEL DELIVERY HOSE 300 PSI  

CONSTRUCTION: 
Tube: NR & SBR synthetic rubber, black color. 
Reinforcement:Multi plies high strength synthetic fibre.
Cover:Black,corrugated or wrappedcloth impression,SBR rubber compound
TEMPERATURE:  -32°C to +82°C.
APPLICATION:
Soft-wall hose Designed for the discharge of petroleum-based products,diesel, 
gasoline,lubricants,fuel,with aromatic content up to 50%.

FUEL SUCTION & DISCHARGE HOSE 300psi

CONSTRUCTION: 
Tube:Black,smooth,NR,SBR rubber compound. 
Reinforcement:Multi plies High strength synthetic fibre and helix steel wire 
Cover:Black,corrugated or wrappedcloth impression,SBR rubber compound
TEMPERATURE:   -32°C to +82°C.
APPLICATION:
Designed for suction and discharge of water,and non-corrosive fluids used in 
construction,mines,and heavy duty industrial

PETROLEUM SUCTION HOSE 400 psi
CONSTRUCTION: 
Tube:Black,smooth,NR,SBR rubber compound. 
Reinforcement:Multiple high strength synthetic fabric and steel wire helix skeleton.
Cover:Black, wrapped surface,weather and ozone resistant,synthetic rubber.
TEMPERATURE:  -32°C to +82°C.
APPLICATION:
For suction and discharge of petroleum-based products,diesel,gasoline,lubricants,
fuel,with aromatic content up to 50%.

FRACK OILFIELD FUEL DISCHARGE HOSE  400 psi
CONSTRUCTION: 
Tube: Black nitrile rubber,smooth.
Reinforcement: 6 Plies high tensile fabric,helix steel wire skeleton,with anti-static wire.
Cover: weather and abrasion resistant synthetic rubber.
TEMPERATURE: -32°C to +82°C.
APPLICATION:
Designed for transfer of multiple types of hydraulic Fracking fluids from tank trucks. 
And also designed for the demands of high working pressures of hydraulic fracturing 
operations.
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Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Length

#
ODH3-012
ODH3-016
ODH3-019
ODH3-022
ODH3-025
ODH3-032
ODH3-038
ODH3-050
ODH3-064

Inch mm mm bar psi bar psi m ft
1/2" 12.7 22 20 300 60 900 100 300 
5/8" 15.9 26 20 300 60 900 100 300 
3/4" 19.1 31 20 300 60 900 60 180 
7/8" 22.2 32 20 300 60 900 60 180 
1" 25.4 36 20 300 60 900 60 180 

1-1/4" 31.8 45 20 300 60 900 60 180 
1-1/2" 38.1 51 20 300 60 900 60 180 

2" 50.8 65 20 300 60 900 60 180 
2-1/2" 63.5 79 20 300 60 900 60 180 

ODH3-076 3" 76.2 91.0 20 300 60 900 60 180 
ODH3-089 3-1/2" 88.9 107.0 20 300 60 900 30 90 
ODH3-100 4" 101.6 120.0 20 300 60 900 30 90 
ODH3-125 5" 127 148.0 20 300 60 900 30 90 
ODH3-150 6" 152.4 173.0 20 300 60 900 12 36 
ODH3-200 8" 203.2 228.0 20 300 60 900 12 36 

Code Inside Diameter Outside 
Diameter

Working Pressure Bursting Pressure Vacuum 
Pressure

Length

#
OSDH3019
OSDH3025
OSDH3032
OSDH3038
OSDH3050
OSDH3064
OSDH3076
OSDH3089
OSDH3100
OSDH3125
OSDH3150
OSDH3200
OSDH3254
OSDH3304

Inch mm mm bar psi bar psi bar m
3/4" 19.1 32 20 300 60 900 0.8 61 
1" 25.4 37 20 300 60 900 0.8 61 

1- 1/4" 31.8 47 20 300 60 900 0.8 61 
1- 1/2" 38.1 54 20 300 60 900 0.8 61 

2" 50.8 67 20 300 60 900 0.8 61 
2- 1/2" 63.5 80 20 300 60 900 0.8 61 

3" 76.2 92 20 300 60 900 0.8 61 
3- 1/2" 88.9 110 20 300 60 900 0.8 61 

4" 101.6 122 20 300 60 900 0.8 61 
5" 127 153 20 300 60 900 0.8 31 
6" 152.4 176 20 300 60 900 0.8 31 
8" 203.2 228 20 300 60 900 0.8 31 
10" 254 288 20 300 60 900 0.8 12 
12" 304.8 340 20 300 60 900 0.8 12 

Code Inside Diameter Outside 
Diameter

Working Pressure Vacuum 
Pressure

LengthBend Radius

Inch mm mm bar psi inch mm bar m
2" 50.8 67 27.6 400 10 254 0.8 61 

2- 1/2" 63.5 80 27.6 400 15 380 0.8 61 
3" 76.2 92 27.6 400 18 460 0.8 61 

3- 1/2" 88.9 110 27.6 400 22 550 0.8 61 
4" 101.6 122 27.6 400 24 610 0.8 61 

#
OSDH4050
OSDH4064
OSDH4076
OSDH4089
OSDH4100

Code Inside Diameter Outside 
Diameter

Working Pressure Vacuum 
Pressure

LengthBend Radius

Inch mm mm bar psi inch mm bar m
3" 76 94 27.6 400 18 460 0.8 61 
4" 102 124 27.6 400 24 600 0.8 61 

#
FOSH076
FOSH102
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